












































































































































































































































































































































































































































Hh es i ‘s ‘} 


“ net ” 
$08) | bye rettate 4h ‘} 
roy 4h tbh ened pri peas e te iovers’s cate Al 
7. é " ‘ae O10 Pee tbinaten tat, “4 ar pes 
PP atti, 4 yy bP Sty geal y ober envrs ; 
rev id ta 45 ie , ph ah a ery a agian, OP rales { 
WE at agee y batoenes 4500) ‘te Coty tte LEAN 
O10 | i ¢ a & iis ‘ ae te ¥ ‘ a fannie Vbh gee oe uf 
a . 7) f@ Mekea aT haat vo: : 4 
Bile RE e | Phetivelt Dae re stereos ; 
Paki Wy y ist "3 ‘i fe . ; A ; isd etaatit i a oat eee 
4 ee) ¥ af tee) ve “i, ft, (vey ’ ny sy 
i oe Pt tye E44 etd HE va fa ’ art ey Noe eeited nay ° roe tt ies #4 pe ees 
’ Wdoeld , > } vA 410 tty ry Py ae, SRT ee, ey aby 7 by ‘ é 
| } j uy ; { ; fakey : diaree CT Pe : dete ry Kobold ve 
nD hs ts) Ws rial Le eee HAS i eee | "pt Pe ah tit yh tay bait /f : er 4 att Wal Asuid vee pie ity y : * Ve ’ ne weet 
y i ! »s is” no , 45) ay ) ' bene, ys ; ANE dave he i Ae if e 4 ; “in 48) : + co 4494 iF i rltetn riety ’ saa 41 sweets sts 
aR oan aie Fag’ IY A hetn oa er tet STEM Febru hac Pia nM ae aid th ‘te ir Ntakett: girs ity 
pT estan Vee es Ot et Drees eee Beaaae Ral hao aH Aten neh tte PI Tey rata) ts ts Minislliisite 
‘ re hy iad ted" ; oh Poe ga gh ary ie I oats baa vat iAekatbty ia, bea ws HM bbedd be wet the Hed ately he * 3 sore trot Coy 
‘ | 4 ' , ; wd ie Ll \ A ’ i. af bets ee a a ia it 44 nye bi 4a et Ai a fy" te +6 : f ue ani / 3 P mebeahs ations Hebd ng 
i LARNER ye id A 4 OT med aha 4) y iW Vp) yak, Roy i hraat MT He Peat gs BA vad lon y it Oe iH 
: ; ; fy t - at ; ayy Pareles ; Pane PORES lt ee 
yy a 7) ep oiweh” pas ies Ay He aie it af a4 Das g Pikes | ae Wey mit Sep ee " eel ” ny vy ite ney Heaney 4 feat the 
} 4 ; td | ae wee ; fh; ea P afr Haat net tt Ae ‘eit : aie i iyiestacora rf an 
i 4 4 : , i ; ° te a : 4 } E ; 
Fen) bad heat PE el og Dee ran aN ayes te Lh fe “eA +h Ws ay. herp hh! hay a bay) AL of sprain nt 
; Mid fly 4 bh acksy vin Ute : +130 Be Fae ‘ Pha Sf t 5! ; 
“a ; pete j sae A ‘ . Ce a eg Ne "EP OF Pry yy) a Pe TS he ieee yee Aree aay 43 ids ats ‘a vy eee mite pani rae Mlb ides 2 
‘i f iN eae ie vi “he 7 j a Past Re ti . A | i pele ti AY) me rea Unde chyhe iy! mn if ferris ihe) hi eT its Fi H yay 4 f Sis saad ’ nates 144 mrentyeseees yee + ry 
f ¥ 4 r eres Wig, Leta Tat Mcatarie tet ; wets sphere tee! ayy roti eid dina sahit, at (sie ee i ai iat ye t Hi * os 4 Tes ; ean ak ” larpterh, 
/ , ne : PM Pre hay antag al J FD AS DLITNY ore} Ven de Lag? REST 70 Rte per ey he oh 
, Adie ; Mihi t Tee tt Dorp ad Sideeraty CViighind PH dMe rane vey : baa its iA Vrs Ue beget a4 Flare). re cael * ] 
’ ' } ’ for Le | 4 rave A furad + ar of Oe ‘ is JT La Vdidadivg lg ais i ape : ; i : seaar}s si s¢9a) sng beseraas + rs mean on feretsta 
' hy | " 7 a7 ; srs Lei, pay ) r i” mee ste eu ieee Ppt st Mest, ' tae Tpe 4s, Mas ass 
A ph fo} , Cpr ses tact ith icdy ta e eT dy vi) Piya eeybad ct er taay PN erat ieyees Cy at tte horas irate Ary ie past ' ies RRA i 
fre , Ee Me ars a Le igs Hoth bet itt aectae ist MU ee rine hone EE ene ot aa Sane ate 
y it HY ' ‘ P| J, OL) ? i re Hk 1 hid iy (ery A Gt i ; 4 ‘ 4 aa , ae athe ioe Socks | bay aint bas 1 
; | " ; ! ! ) i 4 es ms iN : * ae d ys tie) ' ! HiyHe: ef i) 0 ij ’ 5; y a i ti) devia ite ? Hn ht He aes ite HH 
‘ ’ ; 4 Me Tae +50 oi Asha Seat et ey sh Ae ie: y : any ed Oa 44 ny! vraag 5 
R if tid i qv dei Neh tra N). OH ") ‘a hat bl ; rd Rist Rosy 4 / vols Hane aii, Sie vtt ye a 
i ,f ‘ j 4 ie ia ' 4 Veive 7” ‘ figs by TS J r tin r y . wearae Oty aeer 
; aay ; 4" i ‘ " ; tide Spe ea ls ai vi) ' ; Hiihen th as Sf Pega 3 DL A a is 
' Dine § ™) + v Ly y MAE ‘ aah pas 6 CAPA EL j 
' ; i oyve ‘ Sethe Pe eh Dt Hoty Bal Pe heie ye arb i BY oh 17, ee Fup et MeL SPIT TIT 
iJ 2 ' ' i) uw Ay , / : Orhi¢ ey ee uo FY pee } Pe hl : } Puaty Seek 
se oie) sadn Chen iiiueee Wider UHH tale Bini Ay Ju 13 rip i Fane oi CE eB UR ay Bo it ae 
j j e, + i AS ae NU PP ee wet 1 / ine a 1h f , Ss Ags oi " ' at il 4 / ita} 4 : $9) 1 bavi mie 3 it iad! indebesterterrr 
. yrs ‘5 iy a } > ays ¢ ! ! sts Bt) Sonn ee tena i PAVE NSS pt iit tert 
‘ j ; ) ia RE ra aah 9.4 eed RT| nat PRTG Nye "! ; HEOR Mit Hee RIG hile 4 
| A) PA clagat DAR At . : 
: 44 , {es<8 teh May A Pv ¢ ELAR Sire a SEIPIE S| ij: 5! ye ) fh eae EPL ey | SUES) By vel diop tds she vue iaeae 4A 4 a bib iy 
beni iA CPE ek wb on th) Wty HA Vag) ) mea oe el aay they } ehh OAD hey ; Apne: I iit 
Hehe ; : it orn Vid drag Hes tia ie ites ane Ht Wud bots HY hy 1; LAL ' wilde Video ) ; pee sept Hetiee ay Nat , is trata Maer KH 
Kites C4819 Atl iy) “if PTE H Saha iki Ho vent rit ded rf ae moa rade Waittyiueh ee isin aH) iM ne's 
Pet th : yh if PRY Dae Atti aD mth oy Latta ark be Vd ey fi 148 ia pe WG He aeyg 
bad Wot te iy LY i "| He Py br) Ths ay Ne Weds Be Mf ves joa 'Paaiby est, : Aik ‘ ite } eH ee ¥ fH, fi bh , ‘ 
; SWAT R RA ct a4 tyiaud BEE A) +H if jh ihe ED sbbieay su Wicboa's ar a) , Bh ae uae aie brert $0300) iy ha jr oie a's oh : 
ry Pe) { hd At Nek) Milas dua cial easy TS Dea be Uh Pa} dt eaeaae ti UTIs ae ra 1th tatetitae Bs aia Tos ooht itt Hetes 
e | ts $97.) = ty atte + ‘dahl Y it : oe Py ’ get PPO, 4 if 
i) had he a " i + af mK #h. 13%5 Uh ' nf Mk iy | } HV ye } ’ Mata} pie ' it », MAA Ale Set is PO Ay ; hs Py 1 a " 
1 i Bie MA Rayon ORE STP b Curie ie eae ry PEL erst hee a ny ei Deh ae Pa hee 
, Dee eh ‘ SS tae et bh Med ys te thieiad nA Mott es, i AT tart A THe iT Mitigate rie Me 
; f an 7 ] } Ma Pai f it 44; Hya) phates tye ysis EE Be a / A. . 
; Aik Hee Te ete be 34 ft lae ' } NL Nees at ain an , mast 7 HHI iy 
f ry : 3 ‘ ' ’ 7 5 ‘ ’ , ae hy ¥ 
| j sy! ; a ae ats Conte 
fl ‘ : tke, MH: Re Ad ne ; A Aa, 1% M i! oar i (3 cs : ah ! bh rena 
‘ + It . AE ep r Ie ) hy. ‘ a a ad ue AB a 
4 , ar 4 t ryad a ) iJ ray Litiddeiu ls 4) ay) a4 ‘ Mie ' ey Hess Ad shat Miata EES 
hut ¢ 1 J Be Lippi yb) ULERY eet dylan ot ii 
; nile ey aye rn, ry At Coot et ep Widteeatey pa ‘ Pat } 
’ / A ; ui. ’ iota : yh i’ ' , Laas Sto is Pat 4) =e ae te ‘ ; 
: aad pale Nh Gy Ae re Hale hia 1 uh) ij Thy ! Ib i nis ne 1a sl aif. H qh 4 He 
' 31 yohp es Maras DPT Dea E FoR ras Hyal4 Nh ies id ue bie yt ; Bb titty i K Mt Mn tia4 it ERA AeIE itinep 
ory fe hyiy “i ’ 49, ae ou tie, a ater tobe a Py aa 449) ft hs 
3 . ‘i pa Hi : 4s cap ure na) ij Fetes f ibe HEE Ae ai ’ 4 ae ine i) ite ee rptett ny ite ls 
Teer eas Tip bs ee Oe A i tt Lidivta I MP or as wy Ly OTe Ae ya Tehabihy RA HEE jeanne fits Mba oe 
oe fe : Flee j dati Ta On Pe Basie dan Ne head | i") Dp; - He Pe Ro EME u 5 talon 
Wa ES Vv We Ph hee Heat as ainta oe Nei) oat Bi i if ¥ wey tie igerteint hii! He Ra fates 
on SPRL hr R oS WU Fi i5h" a My Oe HE in | ete eats! 4 ' ath : ty ‘auth? iy ray DEE tt, i ion: ies +f We aaa at ny ; hole 
ay ha (is utes its NM MMAR aI pega cad: ‘ eng briny tc ent pir , 4, 
} iM q : bt ‘} vw Mia 7! ns No bey bh DP RS a ( By aneaey { ie f 12, : 1) Hai: oi Ne hate iT Pai4 ae 1 i ny Hoe vot ve 
Daher ids pt Ts ta aaa Nias saute pags i yh Je ie FeLi Att bas Be) neti fy} ital 
Mi \ my Paha) Key ae DPSS i ehen eh! Hdd: fi eet Gh aye ‘4 tah : Cire 
ay Nee Heed Dee ne Meee ie) Ave al / hi ata Hii ’ i‘ st 
UATE Bis he fe wrt») A : rite ’ wine a 7 tay #44 bau ot 
Cet sey) Wes mY eiariye ae i Y iy bi DEB de hh . 1 of heat ae 4 inet tert 
: hit ; ts, “ner thd! , re eden , 1 weer’ 
ra Mi ; a314 ERP M ne “pepe Th 75 fH i ies i Haag Naaae nin ae ivi 
i yt SM ANM A nf f A Hy ! Hata! ¢ 
SR UTISRE et Bey tb abet Par ant aE ire Nt ue HLIL act 
4 : Ag, STE ely: ihtuad aT M al Wy 
: ORD Dace rey ph eaa ny HERAT ys PAD Heng ni abt Cans} nN a Mi site 
. : gh } hy Tat ar Lin hin ok: Fe rbeBy ued) sia Pay +) b ef recite ViPeg , ae Wide try 
: ENN Flats Wid) Nie Meet An wise dng é ata MS haha bon ar must Hap a ? Nays | } ‘ Ht yee + sit 
Raecincnnaut po OU ORNL Hoe ee omy - fa is He To tae a 
Her na est 1) 5 ot he 3 vv} I vA } ¢ AVM TE TCA} ‘pied ale iy eee Anat " nih 7 Piavestcestay ; ies ral, 1s ate iat i Ag vt Fd 54 sey deh he 
; ‘ utd Maas J ata hia) pany irene pt rhe UNA Thy i; Oe YT be Wied Mey 1H . } Meoat 
" i ee Late en Hi aby ) ‘i ane ey pty Rela! 9 wer Ah Hy aMnaeaee et out nee seis) {ieapae ae Bete Sree Nath Peyelath Nate Hee : y pi te ean f wey : 
; Nabe : 5 f FE EEEEMB } ; Arete 4 ey OE rad if ' nie a 
Teste hea Aus ais ise i) it saicietanty aaa THA aA TT Bi RNa cee nin etre HE a ! Haomsteocaraaa 
ATEN ib NAAT) ROB Hae H Ayigia eH Sagi ee Stn pophihe He Rete ates Baa eblieaeeutant Marais ete ttetytagr ned 
pens eet tatl 40) eye v ys) Ha HUE ER B Hi atid | Kt ites aif ee) 4 HRY 1) mn wat ey Helge TMM oie ya TD SH atinge eva H sonnet 
ie MN Patan MRM RUN tN ee SSAA RH she ieee 
ai: ee eat ty Vit ue Ai pute Re ei ene ty, uN ths i ha is i) ih rhe TMH if sgt i Kocosegeents' 
q ; 3h Pf Pa ‘ ; ave } H 1% ot ? ; N Wha} H Citet 3% Wie ey: 
ty Hatt as aiet itatorie at Run Baty nits Eiht Hoty Bed Been 
at Hace HM a ini Al haan IH, vith Asa ti 
(Pela LAYS Seca su j | j i if ahaa atthe Tete Heaebtannesed br sktive i. Var tlpeae day tat 
; 4 : een 1) my , ‘ ‘ ‘ ia Miss tal | 
barge : MY i Batt v ary nla? " fl * dt i na Tiina ‘att een pi Seth ii MY ae I i 
: ; Vila } raFa y Wa 4 Ve > 
pe Piatt hs Gob rage yt Hh ej as) aya rh) 1 ia’diy 4 oat ‘aft Aah hi sehKy ai ' it it iit} sit Hah ' 1) mtr Pisionih i ie ty! tt 
Thy, y pe arat an I ONT in pth We PL ha ha f a At) t Rhee) iy . Patong rahi Ri veh) papan if rh ef Ey “fl ih 
HD ee) yy bey) Tiare ah heyy 3th" ee eda Bis ae ; Ai ye tity shed een Lhe}, 
yn PRED Rea acai £5 ae, ho) ia 1orarhy ts ik Ah Stith i he i Sik ai Dh Unie Va Rite bay) Rah ny tas) iL 
ig ; rah | i! t yy Me 4 ) ‘ noe ver THF hy HY i¢ r; nit ie Hye () f f ype) oh) He ats 
shee ta CGS apa ARMOR AB rea anne Io Gu Nia ti 
a> YS re te eh | eri au Nagy $4 Maa beta teks FA. pany ) ia! WeOtsta late ica ’ soit yaaa ft Hite! Ht foe ite wish » 
j ) ,f ; ’ HW OAV Todia ‘ Ue ELEY Lv i Oe 1 rneteaet Hs on i + ‘pale 
SUPE PTS shat MeL | Wie) ri Hs itty nw py NH a) easy) HATE CE) jh, a Bip eee ei Ne itis re Batt unt 
is DFAT ad baby to ihe ta eee at Tae ete RANT i Sef oe f rage he pie Hor tarde ey Te 
: Sat ed andy ba tis aie Dhaba Pian { <i Rye eaa ba hs Cau Rie : wihins 
ta "bh aa) | Ly ! 44 474: 4 ih aly hi i bases he ; Ue Ay ) Heyieataaretty + ray he iets A tp 4 tg hy - 
: bodg i ' , . } DRA 4 yore pes i, y veh EI OTe 
Ye ae Dak ntl iy Ho th ai a ak ee te Mi Hoses Oil ate§ aie 
y Hit a i that hy ay! Petia: Bi Ad ad “Bibele i 
aie.) ii fy ! \, a aripaeavatiees a DOP bb beh ‘ s6n) tt i) 
{ES TESIOR RG BARR i e ‘y! ae ssh qantas it Me AH at rer Be 
ttt ; yee) "y Hs vib Haat a Bai aes San) ays sip ge! aie $f 
Fiche antepiats stl uN 1 verse bit iGBt ne A ta at 
( t (sa a "vant ear Las enone hata hee iT nel aii , 
: : iat x Aaa t Vi ace nee tH i ’ on ee pi i 
| tage 5 13) bri eme abe eigats ba gt 
ns 7 Teens Jed VR ga, ta att Nel Innere “9 ty 
in Bg thas. ai whi itt : tr ite, ars 
1 : 1 bhaear Se beh Rit ti 
‘ Ht } WDE ii yin ee Ata MH. } “ in} Wi 
; , Wiey wy the tea ) : 
METIS he? 1 ity WO lnalh i Ne ‘ised ihe 
‘ {i Taney i nie i vA Hai vt Hy 
He: DAR i 
Thy 
t ROO Ee i | } He aise 
Nyy ia Hi ra} ) Lam) 
hah aver}} Srey ee P 
ia? yi Peis ae HID } 
balehady Hit, 4h ‘ 
Wie 
}) 
ij 



























































































































































































Bt finer 
itiyaae be ne i ae 
cit ie 
they » i . is} ' i 
teats ies Hy ver 
Ha ; 
ee saath 
7H he at * wets hi 
NEMS i Ae eG ¥ Sees et ie 
i Np 
Gaba py at tt v4 ys je ath ki 
aan gestalt bette 
Sey ae Bi Hi i 
m WML HMI Bars y if nae i BH are pia a 
; DEPP: PMI 2 aie iy Diva hd Dyes atte Mate 4s #459 ahi 
j ne "i abet fF Meal ale Ny ah Ake BSR NCst tt ete 
itatiish Res cas Age Dita: WAALCLA YE If ts Fag ven, naaiye 7 
ANA nthahes nora i a siuctiyt tha ad Aint Cait Petiebet tet a Ate ata na ait i 
Devi iy Bas) Hiniy, ue ih TN he aay rh OD Tass rat tn ni 
uy) nf i ia ; } Ht #) Vere 3 : MSta aay, BPE ee 1S Aaah i hohettatee ieee % 
nN bea tien HAAMunR TAT at eau She SG sea 
4 = ain MEE) eh a) MARAE SET aR aS Nate ata, shite 
: wae fob ie } yeas Cre peE bk Atha 
ih \ i Ds an ae aN Hit ee ; sett reat an wee dei ie : 
Uae Aeadatt at bats any Haute ff Pt NR eit that fi 
RABIN  inaa io neh Sanh Pana ota ries Fis 
iA ' ; ty pA Vii \ Tsaia) hese aye) AREA SOs ergs ‘ 4 i Otte 
ROBDEY Sia: ! ‘ Ya) fy ml AUREL LEE hrarnteas eae yt! seibas hy an Bess a 
‘ p Rind dehy Jo Ss " ary ; ) th i ea BL at ait Mery erat: Hath f ihe a at sth zat at ieee 
pit | ik etek ) Bis } Dy se Oy ibe * iF avert Wohy [en Wk nia whe a ily Abe Le ut iia Mage] 
ji» ivy? ' ’ is bia} : 44h i py v anh BARON Vania, - ht Ae ye doy We eat M5 yet ; 
MTA hy PTE A er HPA Ha hi tin 4s } Lat 2 VENT Sa ae lat Aa Say nereeen te: Hebe att 
SHY Sa eat HMI) ait San Ee Hah int tenia tua ati 
Pe + tibia} Pail ie hee lang Asan Mais NOMEN ia bya ee meth Dehehies a4 ahs We eh te ere MS 
i { au i ) he A shia Whine Ry ENA nay Het Rs Fe Kassel f ede Ub aang RSs reste aiens my 7 i i 
\ OTA Roth TTS Dy +h, 44 ne Ny ni i Un Savi ib pavhy: nt aT eaten ’ Hoviest Nae Sods a Ms) via yal a pes tg ny Ke vai 4 
eye qeatd . ark} shits brad eahbesiinee ¥ aha Via agies Ht Patty use tah dt Mh Prt at : as : 
eon ? at i is) NS ReAG ONg ah Fe bats MB ra raed ny Ayre Fe sniny 42 Shore HS. Wate 3 “ y dae 
Bo TehnK: vt Ail} a} ‘sel TRAN ME a feitart Pee eR ARH x ve i 
| ; TRH mets YAN SAI asf AMF iid ite eh Nek hh tt [teat May} ante ah Pa AT OIY tet tp ata te 
2 Hy Ales bs Wo ’ . TM az? ; ag aa te +h SAVE 4 : wy wih ara oe ebay wr me wit tH biked a wera MERE :) NU MR bard Yd nae 
i ‘ +i" 45 14 ! Ooh bie) Hi " rich 7 Mi ' vy pene AY Ni tt Weis aie A> aD HS Pa iy a $ 
PY Ag oy ava ad ' ‘< Hi phs Be uy Die int)? ye ya iy Vi Poy hate ay ete ELE watt f a : hy fh i 
‘I : heh Vp tt ia es URE Mine a7 vty YS ut 1} Aa) Haha yr Neatirate peat ot LY) Hh + eH fem he St ‘ 
{ SN bare a Ain Beth Sh hel es vit Hot 1 meal ve Hee eA f apy fa : ‘Bt w 
i) i ii VN eye sha Mitehebee nts Hees Np wa Mea 114 hae 
| : 4 PO bab en DL RALM, Pan) kt Be "4 Hon Abs 270): Reni iig it AMC TNS i TAy int AUR } " 
ile Met tb MOL Tit RANE NE 1 suit Sate CHEER Vivre auth’ by SYA oe) yee) a SEES 
Nivel rat. 3 tebuter Hila Miya iii aia yeeray Ty ale ey 4 Rul Netty iia bus hile ris Hane ratte sheerit au 
is 1" sone ‘ yeaa) arent Panter ite ap Ng Ty ees rs a 4) Ae vit) i aie)! Seba iach uy} nat me He 44 pitt 
vy A Phe i ehh = aay ¥ ‘ Nhe Nae 1 gate i: FES pepe Abe Fi HF {he ihe ShRatyy? s$ith aH Heh te : ul ate OH 
ir, ‘ WALES , Ha! ‘ is 14s i Gad wet ve Weary Vente Ty Be his VINA TD MARE RASS i) Hit era Nido nine at pad a 4 
- , | A tint a \ i pis fy. 1%} (oye ‘mF Miaee ny Hn) aA fe ieee {wt 41): Bast At VBS RY egen ira { aniy nese Adee Et repqpe ass 
| | | | et a yh yy Wade <tr aM NEVS HP) day 49 rN r] 90 ays LEER With inet oft ibe 4 be BP: he Bay 
HH) J ‘ WS Sade MS x) ‘ As i} HVtVeig get Pyaar tie ay bie at ge hes Pei) isedede) j i Mt nih CINE M Tobaye i te pease My 
; Sia ) Ne) +}! Wahab i Veh?) Wve isk natl teas 8h rear any ‘ aeaay pe Le ihrange ‘ HOE Dy st en steQenes Waa Se etree 
Nii ie tien Rit Lainie ae vag UH cne nig ba uf Hits it Ui ati aA ie he yas Tn nuti | ie Ht aan , 
us, An iy pate blak Herre Las Hearth A bt Paani fie that oe 
; ; Ape ray tide Ded YL AN Vives +h reid orp hiy SANT ret ie pacitea ts MAH P he 
‘ ‘ y 4 i; q eh Ties yeaa cE) HUD Pinca ‘Vib y wae y Rt hgh tbe tly i elas Han Ay st relies 1 } is } Bie 
' tou iigy hats Pas , HAN iad Raat) Wat ht i i} Brtre ots Dens Oh f . 2 oe dni 
. oh Rue SNE tt Naren ta ada WORE " it ‘ Ye) nee ey MNS Rhy hy Siar } al) aide 
+i) bye yet H Nyt 1 {oan dL Lee it in ak Dane aay F Wye eqbedy } 4 iy . iM tipaeal tds Aer Pg 4 Pea Lh SSDs » ARM 7 Mik wn" bil ee 
re yee tt yt , ee Rb cae | 4 Tyne ey "4 SIRI Meaty G ed uN} TAD eG % ah 5 HO Od Sis ae r is hee tabi \ aah 
iy | STi sven NEARS VBE Merry WRIA a Sa Ne Bie AAW Se AS Lag a SeayAy Loekaeht 3 t'V be abr ve “ph bt) tte Hh 7 ye 
Tey | : vei H 7 PayMAS 4 \ H J PL ate! wenate ha M4 5 2 apr rh) MPa rust 
' gu ' bs! V) ‘ H 13" ys t Wn | it Tyey GDh Mh st \ " 2 BR iC fly ts Tehyaeat Shh heh t i) + ] ; Hea Ny He PEO RR ta My iar eee ony pia tint! echt wih 
: 14 LaF ‘ j ; nao tits th P| : AF “et tei linde. ee) wary aeertha ee | Li MOY rates mt na : Mis sh vette | 
1% 4 Pen ity thi : My ea TG ty hai papa R i Jed i dint madly 4 (het ; i} Satan? » ft Matt eid EN Las ee it irieon nit ies rh 
tral it ! athe (hel 1 ; i oe ian ghee # Hopes ERTL eee Woes ‘ jie Wty . Aq ae i Vhides ery b ny * Rie HO ay ried} Pink 
4 4 , "t ied Heal theal A ay $3 ¢ iit t/ att Mi te bh t Vrs Wale Mae T hy oy Ts th * i nee ttt Rh Wisk br bebe dak, 
Sibi 1) Ma antag ath ate a4 Reames ad i ys AY Ve arhea ey Varn ¥en 4 PEVp 4 ANNE i ero Getne ta +h 
' a4 \ nee 4 He) i 447% eats " Voie ei Pay le ely Wa) Motte Wy ' Hipat FA aes NITY ly hy ‘H Ae 7 4 rsd Hal SES Se Pe De mieliaskeueks nl 2 S08 ah Da 
se aH ‘yee hb wt : STAgad ty ty 4) Wesley) hich PALA Aree ee ob ey i | YUN Sy LBL Faas Le HRY lady Ate PVs, * uh, PRP dich at rere i ratatabarg ies! sins aie aM i wet, it 
\ eloyy ' Aaa ; eas Fb | vy: ss a) A Inie ae iA Vy ual | he Meshes Pioriea Mreardey Pe bp le a by d Re, a Ti Le a TV it reed, reas 5 A PRED 4 Nett 4% sf 4- Heh anes He, rey rt {h Se, 
‘ ‘ 4 ‘ Met aie) 8 & bay ha a 12 Save a Uarkey 159 Wowk Warns a Vevey Wey ‘apana? Pear be Ba TCE APee HG he wath? . pb en ik : 
Ny te | fy pata Ny i sh +} %y Hel Sea [ Dien rea fn) rt i 4 raraelet rey id} Cuatneeen Ed " Ura |. M4 © Neen a he 
’ ' she . Ny. th ph ie) + hbe Vina Ney MPN Aaa AN ESET OE inh b i s Sharan a ; Me Pett Dutt te EE Vieiny yi Pidet Meal anes 442 ea hie vat re m 
PA : ‘ , PND sa vhs, BNI Gary F y Wiehe ry Tihisa WLASELE TE bal} Ne i Panny th bahi Eh Pde «Vey Masaru: ADFT AS 
) Ty b } ; ’ ne Ee Shea be th 4 ele ihy i wits re) hi ny thei Ty eerie | . te SbEG Ahh ‘ Pedal Wee bi) A 3 hy Rater p 7 hha acer. 3 
we \ Les a ie es | Hiri, Seiwa ; ' ry i vel: we sai: var Lor Bidieh ta ti HAL arti Web orbves Hes tet has arnaca ater A ae ry 5) Mati ntti rae NS) ih a ty aa 
ees eaee? \ : plane Dy PAT Okun 2 out y Aah if fine dias cos PiSe 358 4 app she eh att eR yy) re MULTE ST EST aNg ey We de mb eh A al “ py WeLAD cit 
" sh HN PEIN vate it SAME . Bee iN wile Me atA ine CHEE Mh gets aes int Aen Pie beat ily: re Po tM Pete? <44>) Ye Rete regen! peahel Se tRserdae 7 
" vib Das eS tart : Ty deeper Yns are > PVA Wy MAM ok, WASTER TY Say) NONI ek) Heap Rares 0] Ag, roe Leleae hat 4 Saat a fhe “ hit ‘wae Hie dane mate: 
' Waly y bys y! WT hon bey y alti i PAT SY: \ Yn) 4 reveled x N (4 Sy iN eit} unre 
i! ee hy Res ‘! A HPs WnAl4) Nias Yh04 ia Opiate HY Re Bu Nat : sate Hipatie Hh wet Meeks bi, ny Ag BN ‘ee 
AH yy eet, LPa saa i A way \ a OH wit MONE Sspeguee oa) et i het bey yibhs ba “i heh bh Fate tiraritae Nai Maat an bs ne ete tay sar idets cenases ett 
. rs : DoS Se 12 HeMeL Mh Ta UML aa th Tattered dae ey yep tinehenis tht as a esata eat pia A vires 
ve . ; ae an Nh ah rh tay ean} a Wee y Mi mee 4 sea NY "4 xa td te Voy" aie yay 
he A Ba Hah tee ohh Pett Bi Satta Tat Wi Baty ait Natt OA a Uy, "i en eat Haan ihe ek sun vl mel ai Neranig Vive 
3 in 1 if j weeny Phra riry Lyra SHE ahs: Wl tayid) RoaPs io Pete Writ’ sa3 yey SOM ars an BY buy dt SOAR CIN e444 i M a wy Vata meite i 
| | ‘ Dat Pitta t \} Paliceae sieanat f te an SPH pasa laly B (eihiditennn. at eat yw ie verry ViAtabare " et Bo) MNT bate y Pr val 
; ieee hig hte Roane "| eqns} ' HM vai PEA Uns Mek neh 1 \ Ath vive. Maprirasars rh Shraeh 1h) 15 tee a uN Melai i ay Oak ye) \pabey " bing ZA | tt: G he JM We te 
iter cay Loe al 4 VA tans 1 ' ASS! Dy terete ea tea Ms Wh hs Uses oh) Sears te oh » Waa My 4 ai wail SARL Ta bienibs 24 ee Hae 
' iy 1 Te fact ASH: Ha. He hae anal i vet Be; Fiat tt ee Mia Bebb Ye user e tas $itad Ned FIA at MMO nan wads PavininrAn ty USS hn ot asd Ry bd, i 
ale Page ARR D eh hi M93 Ey Nyy eB Date Vrs Waly ss Whebts ita tee) VU994 ek higdy Mo WALL saa wie es Mat eh ; Say eit tiers pate ene 
4 1h ong pry ; a i i 4 A We be hes Pyare “4 1 { , FY) ra } ; Very y) A Ny ee oUF th Ea} MAL he} ’ Sees bE oH Hib ts aa hy ath : a ath ae ait ma! : ; WO, rf ait 
Ie ta leteosti eet SHANNA eau ay ions ieian oe POS Shas ha alate feat iis Sea Hiatus Hi ih ese ee oS Ha 
' wh eye ; Lay wR TOL Dh Ya be | ’ Tee | phat. eat Med Sects 1h. ea TAA TASS sii yb ih VeEoi 84 stra lg Ahay'9) AD beau ale ea MNT ie P ih 15 bites] 4 reat Hy ; singtge aa AY mt ie tardies i sews ia? sah ; 
vente Ly uit a : aie vayeettenaat Arey tA . VT es ath WMATA Se slaty it STAY ¢ riv4 ng Ht he aN ways arse Dhiay We SECA Sa! ay ein 
| ; Rhpitancih Ky Winieat hale tay Hea ah Ws: Maree ables Netty NMA Gi be Maabe ME ea Had i Welhat 35 Seu MOE eg Petunia ere 
\ ) o ae V4 ‘7 : iP " Ne 14 1, 7 " 'y i \ Ba ea" nina od SAA ) ary : 4 Mahe yoy. rahe i ict th yale irae nett in + by 43 fetafitals th ey oa RANTS PS aL ah : 
‘ Ady ad Ns ’ : ; MPD 2) 1 tis hice rpg WIAUATS Vtg Bias, MADD NT habs ; Ha as : . 
‘ P| ' AeA vty Weyer aM VVNEATE oar pos 1s. Ne Ria! eae si Seely ht SA aa ON Rees ees pomagananie tte was AUS AD cite tach i va 
a! 1. Shey tary ah wh) % ‘ een Hk CMASENAL hse ‘y VW ay Cult Lye ee WHE ier i 4 LPS stig Hahn vt Mas ee Ni Vinortad weet rad: iv) sy bier bgt hie 
th i Gata th . ean aaa ae ) rime Muretas ate een COM We acase ds ere ls Peele | bal » WHQiael tedtiyh) aia 46 He Mabe od SES) vy santiet 
i ; ; ' ele SATE Teen reli Wee PEL IUS TNE Gabe PPV he “hy Mab bike baal, ‘ Sih) lanl, wearin wT: Ties ss mk Rees erate! Hr Semroest Biesh sic Hirth HY 
Bat tatty tity i} i" rua AH a a H EMM Ahanriot ¥ aide aie Vad Wee Ore it} \ yrs 1, tte funy hytiaries bts yess 1S Yee, Par tiny Reacts 
wis . iy aeala' ban aM Ute SEhs hed MORIACE SY : ry ROUT SPDT WA, ua ths iy AVA Mae Rivest whan ve ' 
’ ' 4? resis Pitre : 5 bts a TAU 1 PALER AY: Ye] thy ar Piey tis auatt’ oo) ea 9 Ma it yin 
, +4 “ i hyee pray ALAS US he aed Lh tke teh yale phehee, BLIP RRL AA ies eR BN, ay be Add Fhe +e) eer Ay <i : ty eek ilethiet 
| annette ‘ ‘rath it tadatin CR ahhh ft RU Mir pea tea Bnnvisnali te Mest ia a " Sat Sh ima 
" : ' i i] \ Phiyi Mata | rath jie oe " +h hy realy ara) Tar 6 $ 4 i4nae ae) beget giv TS | i MH STAC a iss 
rive’ hy " \ ' ME rhs Dat TI pet ), LAT Ray \ ett a, rin Vine vay WED Dla WF TPR a rary Ted Drees pt) a) rye N) fav nel bet : ia Pa rstat MS 
Wena yy 1 yes ey! met Ty) Dien Vya meek ‘ ‘eratien Bi hhadedy ae bly ah Cute Ne) 4 ) bes Sets PASTE Oy ass ae, ted, Hd te y ati pit Hawa outs Sash 
F i] ¢ ’ \ ’ ‘) 7 +" ry 40, hh BY it iF Ur Whiten aD? 5 +H Oy \ Me ‘vey IRLA dual EET A } % me ye M ha 7 pete bent wy pasted EER APA ob eet none a (tin mi Wile fan rant att ie 
1% 3 i 4 {i+ j VETS sen sere Sak Lia Ya eek re KY Pete ‘ Paaryedey PVF Ele oy fn a) Ty ws d4ee talk Lk Sooke Sr beg ; vied ouch baked rp vee tit? 
4 “ ‘7 mi mae ’) Ly ’ nyyy ssdrag Yew 9 ‘ : ia Tove ; in laa VEY ape, ai VAR yf S049 Al pre oa Pal St} heheh dct We i Fr nA a itch wit, 
\ 4 *! ’ bey AY EPASy US a bay La a WOR adi 4 Bi ttonyy werd Paar ta hy rissinidoee ive peeh! eirarsrnte SpOrerer)s hr Pwr derery Abbr het Serr his BRE MUA EE vn 
Tvhty v4 TIPO Seale a ys Rees Oe vary " , Pied Pt sen del | ol ; Visi erie es Wash 4 Walaa we ASLan Ra Waray Heol abt Pha | Nb Beda dod eb Pres bial aatots ei ped as Whrtp?) toF POA ans! tind aa bh " 4 
, b>} HL y we } me Thera be BATA, heveg Sie ae Bia ss us Ma rf WhTSEA Bd ; eb eth ’ Von teh a tae he Soe ap ‘ H tea: aebot bonta te heke tre Ne hata " wily 
N9* Bn +iy 9 | Voy : : ‘4 ‘ ’ ny & \) ’ itt ' wok v4 Ay i iat #s ty Ty t ANION Wes tree wy +4 vay tray % riya pease ‘ys NYioeph be th Ieheedese, ririss vets ayearacatess eatin : uy Fytac 
sy) ‘ " ‘ ‘ ‘ ’ "y 4 " 1 VV AO, ¥ peyay bevy . Boats “ PENS : Wrath ) Wp aye Hvagne ge Metis We Ka Bo : bP Ps ARNG ELAS Yy 
Tear 3 WHive ban SOL SSC vais} Sh eats Avie rat st NRO A ateearetiekt eed? ia sana erase hhs 
io hy | . { 1) \ 4 4 ehh ' } nd . v eek | + Vohen mote ve ITALY i Pek gees Vetebr 
relly ald el tey : APU Hee at tet Ne MNase NM te Warehate hah) Vaart rintadegts erty hea parereamtes 
, rey Me nk a Wy TWh aed wats? \2 aan ses arnt : Gy Re eves aay Megs iy bs a Sanita ast ve fag aos ys rt Tee BT Ie fe 
" ‘ n'y .u + ehd tha Gre Noe eeu eeih r bat hey Yay et tabla atte RNR aN ‘phn abe 
* ’ ty ) % Oh 4, tre A ary at hs 4 "ohh ’ ' aed eRe 
' . elses " erent he ee ; Wigner at ~! 
: i " ea ah Vbewy f ws My \inyilys 4 Washi Serteas By eed ‘ » 
h : " " : . ? iu Whe ‘it Wes i) ne “ nah why ‘th mag ht Vegie Avy 4 
Mi mi ‘ ¥ 44 ‘ oe \ ' Meh kid " » 
¢ : ted ’ ; " mf ‘ i St th en pope ere, ! 
7 ° *\ , es “ J 2 : r ; , 
+ iA v4 a ay * i Ee. ’ Me vive . MN vs 
: ‘ . L f vn t ‘ Oia Aiea ‘; f oy? +. , ; 
' Tart Hy ee! Mit ach = ‘ +sa a 
‘ + ’ hy ’ ‘ . M nh * b-4.5 
: a 94 5k ' Ne " ‘4 » 
* ¥ " : a “ee, 










C ROADS 


PUBLIC ROAT 


A JOURNAL OF HIGHWAY RESEARC 
) 


(4% f\| |UNITED STATES DEPARTMENT OF AGRICULTURE 


BUREAU OF PUBLIC ROADS 


Vrew call 





Rates eee CO 21> v JULY, 1926 





IMPACT MACHINE USED IN TESTS OF CONCRETE BEAMS 


WASHINGTON : GOVERNMENT PRINTING OFFICE : [926 


VOLES, NOM 


PUBLIC ROADS 


A JOURNAL OF HIGHWAY RESEARCH 


U. S. DEPARTMENT OF AGRICULTURE 
BUREAU OF PUBLIC ROADS 


CERTIFICATE: By direction of the Secretary of Agriculture, the matter contained herein is published as administrative information and is required 
for the proper transaction of the public business 


JULY, 1926 


TABLE OF CONTENTS 


Page 
Static and Impact Strains in Concrete 93 
Transportation Surveys Begun in New Hampshire and Vermont , . 100 


Effect of Size of Brick on Rattler Loss 


10] 


A Device for Measuring the Pressure Used in Molding Cement Mortar Briquettes . 104 
The Strength of Mortar and Concrete as Influenced by the Grading of the Sand LOG 


More Accurate Tests of Reinforcing Bars 


108 


THE VU. S. BUREAU OF PUBLIC ROADS 


Willard Building, 


Washington, D. C. 


REGIONAL HEADQUARTERS 
Mark Sheldon Co. Building, San Francisco, Calif. 


DISTRICT OFFICES 


DISTRICT No. !, Oregon, Washington, Montana, and Alaska. 
Box 3900, Portland, Oreg. 


DISTRICT No. 2, California, Arizona, and Nevada. 


Mark Sheldon Co. Building, San Francisco, Calif. 


DISTRICT No. 3, Colorado, New Mexico, and Wyoming, 
301 Customhouse Building, Denver, Colo. 


DISTRICT No. 4, Minnesota, North Dakota,South Dakota, and Wiscoasin 
410 Hamm Building, St. Paul, Minn. 


DISTRICT No. 5, Iowa, Kansas, Missouri, and Nebraska. 


8th Floor, Saunders-Kennedy Building, Omaha, Nebr. 


DISTRICT No. 6, Arkansas, Louisiana, Oklahoma, and Texas. 
1912 F.& M. Bank Building, Forth Worth, Tex. 


DISTRICT No. 7, Illinois, Indiana, Kentucky, and Michigan. 
Souih Chicago Station, Chicago, IIl. 


DISTRICT No. 8, Alabama, Georgia, Florida, Mississippi, South Carolina, 
and Tennessee. 


Box Np Montgomery, Ala. 
DISTRICT No. 9, Connecticut, Maine, Massachusetts, New Hampshire, 
New Jersey, New York, Rhode Island, and Vermont. 
Federal Building, Troy, N. Y. 
DISTRICT No. 10, Delaware, Maryland, North Carolina, Ohio, 
Pennsylvania, Virginia, and West Virginia. 
Willard Building, Washington, D. C. 


DISTRICT No. 12, Idaho and Utah. ; 
Fred J. Kiesel Building, Ogden, Utah. 


Owing to the necessarily limited edition of this publication it will be impossible to distribute it free to any persons or 
institutions other than State and county officials actually engaged in planning or constructing public highways, instructors in 
highway engineering, periodicals upon an exchange basis, and Members of both Houses of Congress. Others desiring to 


obtain ‘‘ Public Roads” can do so by sending 10 cents for a single number or $1 per year to the Superintendent of Documents, 


Government Printing Office, Washington, D. C. 





H. S. FAIRBANK, Editor 





§ 
4 
( 
i 
: 


ee ee 





> 
4 





STATIC AND IMPACT STRAINS IN CONCRETE 


A COMPARISON OF THE MODULI OF RUPTURE OF BEAMS UNDER STATIC AND IMPACT LOADS 


Reported by J. T. THOMPSON, Highway Research Specialist, Bureau of Public Roads |! 


N THE summer of 1923, the Bureau of Public Roads 
brought to completion a series of impact tests on 
a large number of concrete slabs. These tests, 
which were conducted at the Arlington Experiment 
Farm, were subsequently reported in the issue of 
Punic Roanps for April, 1924.2 Among the striking 
features of this report were the exceptionally high unit 
fiber tensile deformations recorded. The average 
deformation for slabs of 1:1144:3 concrete was 
0.000270 inch per inch; and since the average modulus 
of elasticity of the concrete was 4,480,000 pounds per 
square inch the indicated unit fiber stress in tension at 
elastic failure was 1,210 pounds per square inch. This 
modulus of rupture was recognized as being at least 
twice as great as the static modulus for the same con- 
crete. 

ae eny: the discrepancy thus indicated was 
capable of but two explanations; either the strain 
gages used for measuring the unit deformations under 
impact were inaccurate, or the concrete subjected to 
impact was actually strained to a greater degree 
without rupture than is possible under static loads. 

In order to throw some light, if possible, upon this 
question the Bureau of Public Roads and the Johns 
Hopkins University entered into a cooperative research 
project the aims of which were to study, in general, 
the action of plain concrete beams under impact forces 
and specifically to compare the static and impact 


moduli of rupture. 


The economic importance of answering this question 
will be apparent when one considers that recent re- 
searches have evaluated the impact force delivered by 
motor vehicles to pavement slabs and shown it to be 
certainly double, and under some conditions several 
times the static weight of the vehicle. The natural 
tendency, in view of this information, is to increase 
pavement thickness; but if it is true that there coexists 
with the increase in force due to dynamic action a 
compensating possibility of stressing the pavement 
farther without rupturing it, the increase in thickness 
might be unnecessary. 


TESTS SHOW DURATION OF LOAD TO BE THE CRITICAL FACTOR 


The tests prove conclusively that the graphic strain 
gauges used are free from inertia effects within the 
range of the use to which they were put; and the indi- 
cations are that the deformations measured with similar 
instruments in the slab impact tests of the bureau are 
substantially correct as recorded by the instruments. 

Doubt of the accuracy of the instrument being thus 


set at rest the experiment shows further that plain 


concrete beams subjected to static load have a con- 
siderably lower modulus of rupture than exactly 
similar beams subjected to successive impacts of 
increasing magnitude, caused by dropping a weight 
upon the beam from progressively increasing heights, 
when the weight is dropped but once from each height. 





Ce —— 


1 Also associate professor of civil engineering at the Johns Hopkins University. 
2“Impact Tests on Concrete Pavement Slahs,’’ Leslie W. Teller, PUBLIC ROADs, 
vol. 5, No. 2, April, 1924. 
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Under these conditions, which are similar to those 
prevailing in the slab impact tests of the bureau, in 
which the weight was dropped only five times from 
each height, the beams resisted without failure impact 
forces considerably in excess of the static loads which 
caused failure. In other words, they were capable of 
greater elastic deformation under impacts applied as 
described than under ordinary static load applications. 

When, on the other hand, the beams were subjected 
to repeated applications of impact of the same magni- 
tude, the greatest impact they would successfully 
withstand was that which produced a tensile stress 
equal to about 55 per cent of the static modulus of 
rupture, indicating that the behavior of the concrete 
under impact is very similar to its behavior under 
static loads, as evidenced by static fatigue tests. 

Below the fatigue limit it has been shown that 
equivalent loads, without regard to the manner of 
their application, whether static or impact, produce 
the same stress; and the indications are that the cause 
of the different behavior beyond that limit is to be 
found in the duration of the load application. This is 
evidenced by the fact that beams subjected to static 
loads for 10 seconds at a time showed the lowest 
modulus of rupture and impacts of an estimated dura- 
tion of 0.015 second the highest with an intermediate 
value corresponding to impacts of an estimated dura- 
tion of 0.030 second. 

As an incidental result of the tests it has been shown 
that the variation in stress from the top to the bottom 
of a plain concrete beam may not be represented by a 
straight line but that the error involved in that assump- 
tion is small for ordinary safe working loads. It is 
also indicated that the impact force corresponding to 
a given height of fall is much greater when the fall is 
cushioned by worn solid rubber tires than when the 
cushioning medium is a new tire, thus accentuating the 
need for smooth pavement surfaces. 


TESTS LOADS APPLIED IN THREE WAYS 


Thirty-six plain concrete beams all of the same mix, 
with necessary control cylinders, were used in the tests. 
About one-third of the number were loaded at the third- 
points of a simply supported span by a 50,000-pound 
Olsen testing machine; with measurements of the load, 
center deflection and unit deformations of the concrete. 
These are referred to as the “static tests,’ although 
it should be borne in mind that ‘“‘static” loads which 
are at their maximum intensity for a period of several 
seconds are in reality very slow “impact” loads. 

Another group of the beams, one-third of the total 
number, was tested in impact by simply supporting 
the beams on suitable rests and allowing a heavy ham- 
mer, cushioned with full-thickness, unused, solid rub- 
ber tire segments * to fall from various heights, apply- 
ing the the load to the beams at the third-points. The 
force of the blow, the deflection of the beam and the 
unit deformations of the concrete were measured. 





3 The tire segments used in the tests were generously supplied by Morgan & 
Wright (U. S. Tires), Detroit, Mich, 
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The remaining third were tested in impact in exactly 
the same manner as above except that the tire segments 
had part of the rubber removed to simulate a badly 
worn condition. 

The reason for employing two conditions of impact— 
namely, the thick and the thin cushions was to intro- 
duce the time element—1. e., the duration of the forcee— 
the feeling being that the modulus of rupture, if differ- 
ent for static and impact conditions, would be found 
to be a function of the rapidity of application. 
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SERIAL DESIGNATION OF CONTROL CYLINDERS 
(CORRESPONDING TO SERIAL DESIGNATION OF BEAMS) 

Fie. 1.—DatTa FRom Tests oF ContTRoL CYLINDERS. Two 
CYLINDERS WERE TESTED FOR EACH BEAM AND THE PLOTTED 
Points REPRESENT THE AVERAGE VALUES FOR THE Two 
CYLINDERS 


TEST BEAMS AND CONTROL CYLINDERS 


The preliminary steps involved the preparation of 
test beams and control cylinders, the design and con- 
struction of an impact testing machine, and the selec- 
tion and calibration of instruments of measurement. 
It was thought at the beginning that two beams a week 
were all that could possibly be tested and therefore only 
two a week were cast, since it was desirable that they 
all be of the same age when tested. This meant a 
lapse of 18 weeks between the casting of the first and 
thirty-sixth beam in which interim there would be 
abundant opportunity for differences in proportioning 
as well as in technique of mixing and placing unless 
great care were exercised. 

Accordingly, enough material was procured for the 
whole job. ‘The sand and gravel were dried bone-dry 
and stored, and all the cement was thoroughly mixed 
to eliminate possible differences between bags. The 
uniformity of the concrete was governed by controlling 
the water-cement ratio. In addition to this everything 
that went into the mixer was weighed and the fineness 
modulus of the aggregate was carefully checked for 
uniformity. The technique of mixing, placing, and 
curing was, as nearly as possible, identical in every case, 
and Figure 1 shows that a high degree of uniformity 
in the product was actually obtained. 

The thirty-six 6 by 8 by 44 inch plain concrete beams 
of a mix closely approximating 1:114 :34 were cast; 
and for each beam two 6 by 12 inch control cylinders 
were made, making a total of 72 cylinders in all. The 
beams were cured under sand in a damp room, and 





‘ Acknowledgement is made of the valuable assistance rendered by Malcolm R. 
Gilpin, senior civil engineering student at the Johns Hopkins University, who vol- 
unteered his services in the preparation of these beams and cylinders. 


were allowed to dry out at room temperature for one 
week prior to test. The cylinders were shipped to the 
Bureau of Public Roads, where they were cured in a 
similar manner and tested for crushing strength and 
modulus of elasticity on the test dates of the beams. 


THE IMPACT TESTING MACHINE 


The essential features sought in the design of the 
impact machine were: (1) A device that would drop a 
cushioned weight upon a simply supp oree beam from 
a predetermined height; (2) a method of support for 
the beam that would not restrain it and at the same 
time would prevent it from moving about when struck; 
and (3) a means of supporting deflection gauges that 
would preclude their movement relative to the beam. 

The machine (fig. 2), which was built in the Johns 
Hokpins University shop, consists of a pile-driver-like 
arrangement equipped with a 265-pound hammer 
which can be dropped upon the beam from a variable 
height depending upon the setting of a trigger. The 
hammer is cushioned by two segments of a 34-inch 
solid rubber tire mounted in such a way as to permit 
them to adjust themselves should there be a tendency 
for one to apply more load to the beam than the other. 
These apply the load to the beam at points about 14 
inches apart, that is, at about the third points, the idea 
being to bring about a constant bending moment, and 
hence constant fiber stress, across the strain gauges 
located in the recesses shown at the center of the beam. 

The test beam is supported at each end upon a cast- 
iron block, the lower side of which carries a half round 
running at right angles to the length of the beam. 
This half round fits into a V notch in a second cast- 
iron block, which is securely fastened to a heavy steel — 
H beam. This “‘rocker”’ support permits the beam to 
deflect freely, while at the same time the angles shown 
on each side of the test beam in the center-line cross 
section (fig. 2) prevent it from moving laterally when 
struck. o tendency for the beam to move longi- 
tudinally was observed. It was at first thought nec- 
essary to hold the test beam down against rebound by 
means of shackles such as appear in the photograph on 
the cover, but these were found to restrain the beam 
and were therefore abandoned immediately in favor of 
the simpler and very satisfactory scheme of using the 
angles mentioned above. 

The support for the deflection gauges is arranged for 
by inserting the 8-inch H beam between the block sup- 
ports and the foundation. Since the H beam is sup- 
ported upon knife rests directly under the reactions 
applied to it by the supports of the test beam it does 
not deflect. Only after careful verification of this fact 
by actual measurement was it used as a rest for the 
deflection gauges, however. 


INSTRUMENTS OF MEASUREMENT 


In both the static and impact tests the deformation 
of the concrete beams was measured by means of 12 
graphic strain gauges arranged in slots cast in the con- 
crete, 6 on each side, evenly spaced from top to bottom 
of the beam. These gauges, developed in the Bureau 
of Public Roads, are described in detail elsewhere.® 
They consist of a metal bar about 6 inches long and 
three-eights by one-quarter inch in cross section. At 
one end is an adjustable fixed point, at the other end a 


5“ Pocket Strain Gauge Gives Stresses in Concrete Roads,”’ A. T. Goldbeck, Engi- 
neering News-Record, Mar, 29, 1923. 
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movable point which presses eccentrically against a 
small shaft. The shaft, thus made to rotate, carries 
a 4-inch light metal arm at the end of which is a small 
stylus which records its movement upon a small 
smoked-g¢lass slide. 
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In order to settle this question the following method 
was adopted. A steel H beam was placed in the impact- 
testing machine and strain gauges were mounted on 
both tension and compression flanges between steel 
blocks securely fixed to the beam. ‘The H section was 
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Fig. 2.—DrETAILS OF THE Impact TesTING MACHINE USED FoR DETERMINING. _IMpAct STRESSES IN CONCRETE 


As previously intimated, it had been suspected since 
the development of these gauges that they were subject 
to inertia effects when used in impact—1e., that they 
either lagged behind§the true movement in tension or 
continued to record in compression after the impulse 
had ceased. 


so’chosen that the product of its modulus of elasticity 
and its moment of inertia was the same as for the con- 
crete test beams. This was done in order that the 
records of the strain gauges might be verified under 
conditions exactly cine to those to be imposed upon 
them in test. 
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The H beam was loaded statically by a screw jack 
and the strain-gauge records plotted against center 
deflections. The same deflections were then produced 
by impact and a similar curve was plotted. The curves 
of Figure 3, typical of several secured, show the re- 
sults. It will - noted that the impact and static 
curves check very closely within the limits of deforma- 
tion imposed upon them, which limits, incidentally, are 
about the same as those met with under test conditions. 
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Fia. 3.—ComPariIson OF Impact AND STATIC GRAPHIC STRAIN 
Gace READINGS SHOWING ABSENCE OF INERTIA EFFECT 


This method of checking the instrument depends, of 
course, upon the premise that identical fiber deforma- 
tions exist for a given deflection whether produced by 
static or impact force. This would seem to be true 
when it is considered that fiber deformation depends 
upon the radius of curvature of the bent beam. This 
is a well-known principle of mechanics. Also, assum- 
ing the beam bent to the arc of a circle, the measured 
deflection is merely the middle ordinate of a fixed 
chord. For every deflection (middle ordinate) there 
must be one and only one radius. From this it follows 
that fiber deformation varies directly with deflection. 


The deflections of the beams in both static and impact 
tests were recorded by Ames dials reading direct to ten- 
thousandths of an inch. 


In the impact tests the force of the blow was deter- 
mined by the product of the mass of the hammer and its 
maximum deceleration as measured by a coil spring ac- 
celerometer the details of which are shown in Figure 4. 
The general type of this instrument is fairly com- 
mon. It consists of a weighted plunger mounted 
vertically in two bearings, so that it is free to move 
downward against the action of a coil spring. The 
instrument was rigidly attached to the hammer of the 
impact machine and when the latter was decelerated 
upon striking the beam, the plunger of the accelero- 
meter, accelerated downward with respect to the spring 
forced the latter to compress. The amount of this 


compression, which is a measure of the deceleration of 
the hammer, was recorded upon a smoked-glass plate 
by a stylus attached to the plunger. 

Although crude in appearance and perhaps in scien- 
tific principle this instrument functioned perfectly for 
about a quarter of a million blows without once even 
so much as getting out of adjustment, thereby amply 
justifying its use in preference to more delicate types 
which offered themselves. - 

The calibration of the accelerometer was effected 
through the use of space-time curves. This method, 
which has been described elsewhere 1n detail,® consisted 
of the analysis of a curve, drawn by a stylus attached 
to the falling hammer, upon a sheet of paper wrapped 
on a drum rapidly rotating on a vertical shaft (see cover 
illustration). Concurrently a time curve was drawn 
on the paper by another stylus whose vibrations were 
governed by an electrically operated tuning fork of 
known period. Decelerations determined by analysis 
of the space-time curve were plotted against acceler- 
ometer records and a calibration curve thus obtained. 


DESCRIPTION OF THE TESTS 


Static tests—These tests involved nothing out of 
the ordinary. A beam was supported, as shown in 


E3 
£3 
53 
i 







WEIGHT INTEGRAL 
WITH PLUNGER 


Iz 0.0. RECESSED 
TO I" DIAMETER 


: 


L HELICAL SPRING 
© PITCH, 10.0. 


\ 
“tf 
ie 
Tv y 
BACK MILLED TO & DIAMETER 


BRONZE LEAF 
SPRING 


BRONZE CLIP FOR 
HOLDING 
SMOKED GLASS 
RECORD PLATE 


Fig. 4.—DETAILS oF CoIL SPRING ACCELEROMETER USED IN 
THE TESTS 


Figure 5, on the same supports as were subsequently 
used in the impact tests, the load being applied through 
a spherical head resting on the same tire segments as 
later were used in impact. The deflection gauge was 
carried by a yoke suspended from an ordinary “neutral- 
axis” bar. 

The loads were applied at slow speed in increments of 
about 300 pounds, the load being released after each 
application at which time the strain gauge slides were 


6 Accurate Accelerometers Developed by the Bureau of Public Roads,’’ Leslie 
W. Teller, PUBLIC Roaps, vol. 5, No. 10, December, 1924. 
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moved up. The quantities recorded were loads, de- 
flections, and unit deformations of the concrete. 
Impact tests.—Most of the beams tested under im- 
pact were hit but once from each height of drop, the 
height increasing progressively until the beam failed. 
The trigger was set so as to bring about the desired 
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Fig. 5.—ConcreteE BEAM IN Trst MACHINE READY FOR 
Static Test SHOWING ARRANGEMENT OF DEFLECTION GAGE 
AND GRAPHIC STRAIN GAGES 


height of drop, the hammer raised by the winch until 
it was suspended from the trigger hooks, and then, 
after all gauges had been adjusted, the hammer was 
suddenly dropped by pulling the releasing lever. The 
deflections were recorded by ‘choked,’ ten-thou- 
sandths-type Ames dials, one dial being always used 
under the center of the beam, and frequently two 
others being used as near the supports as possible 
merely to detect any relative movement between the 
test beam and the H-beam. The strain-gauge slides 
as well as the smoked-glass plate on which the acceler- 
ometer recorded were removed at the end of the test 
and read. | 

The effect of what might be termed “impact fatigue” 
was tried upon a few of the beams. In these tests the 
technique was similar to that just escribed except 
that a great many blows were struck from each height 
of drop. Readings were taken only when thought 
necessary, sometimes after a few blows, sometimes at 
. the end of a series of several thousand. 

The principal thing sought in each case was the 
modulus of rupture. In order to establish it, the unit 
deformations, measured at intervals above and below 
the center of the beam, were plotted to show the varia- 
tion of strain. ‘The fiber strains were then taken from 
these curves and plotted against load. 

Before trying to ascertain from the strain-load 
curves where failure took place, some definition of 
failure was necessary. ‘There seems to be considerable 
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difference of opinion as to what constitutes failure in 
a concrete beam. Some experimenters do not assume 
a beam has failed until it breaks in half and falls from 
its support, others not until a visible crack has ap- 
peared, but the Bureau of Public Roads in practically 
all of its work has called that point failure at which 
the curve of strain plotted against load begins to 
change direction rapidly. ‘ 

In the present instance, owing to the fact that the 
strain-load curves did not ‘‘break” sharply, it was 
very difficult to determine the strain at which this 
change of direction took place. Therefore it was 
decided to adopt that point at which the tangent to 
the curve would be a line with a natural slope of 
three-fourths (0.00015 inch per inch+2,000 pounds). 
This more or less arbitrary slope was chosen because 
it seemed to correspond in the majority of cases to 
loads creating a rise in the neutral axis of the beam 
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LOAD-POUNDS 
Fig. 6.—Stratic Test or Beam A-4 


and a sharper upward trend in the deflection-load 
curves. Figures 6 and 7, which are typical, show 
how the modulus of rupture was obtamed; and data 
resulting from the static and “single-drop” impact 


tests are presented in Table 1. 
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HIGH IMPACT MODULI REDUCED BY REPETITION OF BLOWS 


Where the mass was dropped but once from each 
height it appears that the average modulus of rupture 
under impact using the new cushion was 35 per cent 
higher than under static load, and 63 per cent higher 
when the worn cushion was used. (Figs. 8 and 9.) 
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LOAD-POUNDS 
Fig. 7.—Impact Test or Bram A-11 with New CusHIoNn 


This conclusion is of little practical value, however, 
because of the influence upon modulus of rupture of 
such factors as duration of load and fatigue under 
repetition. In other words, later tests show that if 
the load application is repeated a number of times at 





each successive height it is possible to produce failure 
at much lower deformations than where the single- 
drop method is employed. 

The explanation of this lies in the fact that it takes 
time for any material to fail. When the strain is 
increased by increments a critical stage is reached 
below which any number of repetitions is successfully 
resisted and above which one application of sufficiently 
long duration or a large number of short duration wil! 
cause faifure, each application contributing toward 
complete and final destruction. 
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Fig. 8.—VARIATION OF UNIT FIBER DEFORMATION FOR THE 
THREE CONDITIONS OF TEST 


TaBLe 1.—Data resulting from static and ‘‘single-drop’”’ impact 
tests 


(Age of 1:114:3 concrete 220 days) 


Fiber de- 











; formation 
eam! breaking | Modulus | correspond- 
eam of elasticity| ing to mod- 
Type of test No. i Ta jae of control | ulus of rup- 
cylinders cylinders | ture in 
single-drop 
tests 
Pounds per | Pounds per | Inches per 
square inch | square inch inch 
BEC es nin a ee ced 1 4,41 4, 500, 000 0.000100 
2 4,430 | 4,600, 000 . 000105 
3 4,172 | 5,050, 000 . 0000980 
4 4,360 | 4,600,000 000095 
5 4,330 | 4,850,000 000095 
32 4,045 | 4,450,000 000082 
33 3,465 | 4,400,000 000082 
A VOTASE on aye ok wn ket ake ic seat on coe ee eee ee 000093 
Impact—new cushion........._-.-._--_. 7 4,231 | 4,600,000 . 000130 
8 4,175 | 4,550,000 . 000125 
9 4,017 | 4,800,000 . 000162 
10 4, 226 5, 650, 000 . 000150 
11 3,793 | 4,400,000 . 000140 
26 3, 864 | 4,900, 000 . 000100 
27 3,929 | 4,600,000 . 000145 
28 3, 564 | 4,200,000 . 000115 
29 3,677 | 4,300,000 000130 
30 3,944 | 4,350,000 . 000140 
31 3,650 | 4,650,000 . 000140 
AVOFSRO oe oan hea tadcc Uthat. ec nn ee ee . 000134 
Impact—worn cushion__......--.-.-.-.- 13 4,062 | 4,600,000 . 000180 
14 3,839 | 4,850, 000 . 000185 
16 3,304 | 4,350,000 000140 
17 4,003 | 4,600,000 000170 
19 3,942 | 4,500,000 . 000130 
20 4,110 | 4,800,000 . 000170 
21 4,045 | 3,850, 000 000190 
| 22 3,725 | 4,300, 000 000140 
23 4,062 | 4,750,000 . 000150 
Ce | ee alee ey ple eR a . 000162 
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Accordingly, we should expect to find the static load- 
deformation curves swinging upward at a comparatively 
low modulus value when we consider that the time of 
application was about 10 seconds. The concrete was 
given a relatively long time in which to accomplish 
partial failure under each load beyond the critical 
stage referred to. No doubt had some load consid- 
erably below the modulus load been permitted to remain 
on the beam for a very much longer time than 10 
seconds, the beam would have failed and we would have 
had a much lower value of the modulus of rupture. Or 
again had the static loads above the critical stage been 
repeated a great number of times the beam would have 
failed with accompanying low modulus. 
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Fig. 9.—D1aGRAM SHOWING STRAIN DISTRIBUTION FOR THE 
THREE CONDITIONS OF Trst aT Mopuuus Loaps 


By the same argument the impact deformation- 
load curves should begin to change direction at a 
relatively high modulus value because the time of 
application in this case was only a few hundredths of a 
second and the concrete was given but little opportunity 
to fail under any blow. However beyond the critical 
stage had any application been repeated a great many 
times we ought to find the beam failing under these 
repetitions, and this is exactly what takes place in the 
impact-fatigue tests. 

The composite strain-load curves (fig. 10) demon- 
strate this partial failure very well, although it should 
be noted that since they were obtained by averaging a 
great many results they are not particularly accurate, 
especially at the high values. The curves for the 
three conditions run along at about the same general 
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slope (a given load causing the same strain regardless 
of how it is applied) until a value of strain (0.00005 
inch per inch) is reached, beyond which the impact 
fatigue tests tell us we may expect things to happen. 
After this there is a rapid departure of the static curve 
{rom the other two due to the appreciably longer dura- 
tion of the static loads. The ‘new cushion’ curve, 
owing to its faster action (duration about 0.03 seconds) 
continues at the original slope for a while and then 
begins to swing upward while the ‘worn cushion” 
curve holds to the original slope longest because it is 
the fastest acting (about 0.015 seconds). 


THEORETICAL CURVE COMPUTED 
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Fig. 10.—CompositrE LOAD-DEFORMATION CURVES DEVELOPED 
FROM AuL TESTS 


It is felt that the foregoing dicussion explains,why 
such high moduli of rupture were encountered in the 
impact tests of slabs referred to at the beginning of 
this report. 


- ! 4 

‘ F | | 
+ FORCE +2600 POUNDS~_ || 
” “ } | ( 
4 OROP, FORCE OF IMPACT =1600 POUNDS 3 FORCE-2100 POUNDS += | 


3 es | ast 


=< 


am 
+ 























2 ; gel + ¢ DEFLECTION 
J a _| ! 
sal UNIT DEFORMATION ~ TENSION me |. ls 
a | if 
0 10 20 30.0—Cl-sC«40 5G 60 70 80 90 100 110 
NUMBER OF BLOWS - THOUSANDS 
Fig. 11.—Impact Fatievre Test or Beam A-36. THE AGE 


AT THE BEGINNING OF THE TEST WAS 277 Days; AT THE 
Enp, 307 Days 
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IMPACT FATIGUE TESTS 


Toward the last of the series four beams were tested 
in impact fatigue, the rate of loading bemg approxi- 
mately 60 blows per minute. Tests were carried on 
about three hours each day thereby allowing a 21-hour 
rest period between loadings. This method was em- 
ployed in an attempt to show the effect of repetition of 
stress. 


The results are shown by the curve (fig. 11) which is 
typical of all four impact fatigue tests in its essential 
features. It shows very clearly that for drops of 
one-quarter inch, producing a strain of 0.00005 inch 
per inch (corresponding unit fiber stress about 250 
pounds pau square inch) the beam can be subjected to 
a very large number of impacts without deleterious 
effects. As soon as this height is increased to three- 
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eights inch, producing a strain of 0.00008 inch per 
inch slowly progressing disintegration sets in resulting 
in final failure. . 

Since the number of impacts successfully withstood 
at a strain of 0.00005 ok per inch, in this instance 
$3,000, is considered to be conservatively representative 
of any condition under which road slabs are used, the 
conclusion is reached that this is the upper limit of 
safe values to which concrete of this mix and age 
should be subjected. 

It is interesting to note, in this connection, that the 
American Society for Municipal Improvements in a 
recently issued report of its committee on ee 
Specifications for Portland Cement Concrete Pave- 
ments”? recommends an allowable working stress 
of 250 pounds per square inch for 1:2:4 concrete. 
It also recommends that ‘‘in hot weather, the pavement 
shall be closed to traffic for at least fourteen (14) days, 
* #* * 7? As has been pointed out, these tests show 
that where the pavement 1s to be subjected to impact 
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fatigue, 250 pounds per square inch is the ultimate 
safe value for 1:114:3 concrete, laboratory mixed 
and carefully cured for 300 days. Considering that 
concrete trebles its flexural tensile strength between 14 
and 300 days,’ it is interesting to speculate upon what 
might happen to concrete pavements built according 
to this specification. 

It should be especially noted that the fatigue limit 
referred to above (strain 0.00005 inch per inch) is 54 
per cent of the modulus of rupture obtained statically 
(strain 0.000093 inch per inch). It may therefore be 
concluded that under impact loading the same fatigue- 
limit ratio 1s obtained as a been shown to exist under 
static load conditions by the latest fatigue tests.° 

An inspection of the strain-distribution diagrams 
(figs. 6 and 7) reveals very clearly the distortion of 
planes under bending. However, for low values of 








7 ** Fatigue of Concrete,’’ Hi. F. Clemmer, Proc. A. 8S. T. M., vol. 22, Part IJ, 1922, 
pias. 

’‘* Fatigue of Conerete,’’ W. K. Hatt, Proc. Fourth Annual Meeting, Highway 
Research Board, National Research Council, December 1924, Professor Hatt deter- 
mined the limit to which concrete might be stressed an indefinite number of times as 
55 per cent of the stress at Which it failed under progressive static loading. 








strain no very considerable error is made in the common 
assumption that they are not distorted. 

The well-known increase in impact force produced 
by worn as against new tires is clearly demonstrated 
in the curves. (fig. 12.) This shows the great dis- 
advantage of using worn tires or, since the use of worn 
tires can hardly be controlled, the necessity of smoother 
pavements. The ratio of force produced by the worn 
tire to that caused by the new tire is about 2.5 through- 
out the range of comparison. 


TRANSPORTATION SURVEYS BEGUN 
HAMPSHIRE AND VERMONT 


Thighway transportation surveys covering the en- 
tire States of New Hampshire and Vermont were begun 
on July 16 under cooperative agreements between the 
Bureau of Public Roads and the two State highway 
departments. 

As planned, the surveys are to run for three months, 
with 13 recording parties taking data twice during the 
period at each of 143 stations in New Hampshire and 
12 parties recording the traffic at 130 stations in 
Vermont. 

In general the same methods will be used as in the 
Connecticut and Cook County surveys, reports of 
which have been published, and the Pennsylvania and 
Ohio surveys which are now being analyzed. For 
passenger vehicles the data will show the number of 
vehicles passing the station during each hour, the 
State in which they are licensed, the number of pas- 
sengers they carry, whether the purpose of travel is 
business or pleasure, whether passengers are from 
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city or farm, whether the travel is an extended tour. 


or a short trip, the origin, destination, length of trip, 
and the number of miles of travel within the State. 

For trucks the data will show also the number pass- 
ing each hour, the State of registration, capacity, 
origin, and destination, with information as to the 
character of operation of the consignor and con- 
signee, the total distance of travel and mileage within 
the State, the commodity transported, the type of 
trucking (for hire, contract hauling, ete.), and the situs 
of ownership. In addition to this information there will 
be recorded at special weight stations the make of 
truck, type of tires, and weights on front and rear axles. 

Analysis of this information will make it possible to 
prepare maps showing the present volume and dis- 
tribution, of passenger vehicle and truck traffic on the 
highways of each of the States, from which the State 
highways will be classified as industrial, high, medium, 
or low type routes, taking into account motor-truck 
capacities and loads. A forecast of trafhie for several 
years ahead will be made and a definite program of 
highway construction worked out. Special attention 
is to be given to an analysis of the relative traffic 1m- 
portance of the township roads with respect to the 
primary and secondary systems. 

Economic data to be collected will include informa- 
tion concerning the tonnage shipped by motor truck, 
marketing methods, zones of truck operation, and 
gceneral trucking practice. 
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Perel OP SIZE OF BRICK ON RATTLER LOSS’ 


Reported by F. H. JACKSON, Engineer of Tests, United States Bureau of Public Roads 


T HAS long been recognized that for brick of 
equal quality but differing in size the comparative 
rattler losses are not directly proportional to the 

differences in weight. Therefore, any system of 
rating based on the percentage of loss by weight, 
irrespective of the difference im size, 1s incorrect unless 
a correction is introduced covering this feature or 
unless independent standards are set up for each size 
separately. 

In the very elaborate series of tests presented by 
Blair and Orton before the American Society for 
Testing materials in 1911,? upon which our present 
standard method of test is largely based, no mention 
is made of the effect of size on rattler loss. This was 
probably due to the fact that at that time the bulk of 
the paving brick manufactured were of the so-called 
‘standard block” size—that is, about 3 to 31% inches 
in width, 4 inches in depth, and 8 to 9 inches in length. 
Professor Talbot, however, in his paper on ‘‘Qualities 
of High Grade Paving Brick,’’ published in Bulletin 9 
of the Ihnois State PS Survey,? states that, 
although he has not studied the effect of the size of 
brick on the rattler loss, ‘‘it is established that the 
brick size will sustain a greater loss than the block 
size of the same grade and quality. * * * The 
amount of this difference depends upon various condi- 
tions, but with good material the brick sizes may be 
expected to lose, say, 3 per cent more than the block 
sizes.’’ 

It has only been within comparatively recent years 
that the thinner brick, such as those made to lay to a 
depth of 3 inches and 2% inches, have come into general 
use. [Efforts have also been made from time to time 
to introduce certain odd sizes, such as the 3 by 3% by 
8% inch, and others in which the length varied slightly. 
The number of sizes of brick in use, however, has been 
greatly curtailed within the last three years through 
the efforts of the permanent committee on Simplifica- 
tion of Variety and Standards of Paving Brick of the 
Department of Commerce. At the present time this 
committee recognizes two sizes of ae as follows: 3% 
by 4 by 8% inches and 3 by 4 by 814 inches. In 
addition to these two sizes, the 2144 by 4 by 814 inch 
size is coming into rather general use, so that it will in 
all probability in the near future be included in the 
series of recognized sizes. 

Recognizing the injustice of specifying the same 
yercentage of wear for both 3-inch and 34-inch 
faick, many paving engineers, when they began using 
the thinner brick for construction, adopted the practice 
of inserting certain arbitrary correction factors in 
their specifications so as to bring these sizes into line 
with the requirements for the so-called ‘“‘standard 
block” size. So far as the writer is aware, however, 
none of these correction factors was based upon exten- 
sive test data. As a rule, they were the result of 
theoretical consideration. 


1 A paper presented by the writer at the annual meeting of the American Society 
for Testing Materials, June 22 to 25, 1926, Atlantic City, N. J. 

2A Study of the Rattler Test for Paving Brick,’ M. W. Blair and Edward 
Opfonair., Proc. A.S. T. M., Vol. XI, 1911, p. 776. 

3 [inois State Geological Survey Bul, 9, “Paving Brick and Paving Brick Clays 
of Iinois.”’ 


-the 3% by 4 by 8% inch was about 17 per cent. 


In view of the fact that committee C-3 of the Ameri- 
can Society for Testing Materials has undertaken to 
rearrange the standard specifications and methods of 
test for paving brick, © 7-15, in order to bring it into 
conformity with the society’s present standards as to 
form, it seemed an excellent opportunity to investigate 
this relationship experimentally with a view to furnish- 
ing a table of correction factors which might be inserted 
in the standard. 


TESTS MADE ON FIVE SIZES OF BRICK 


Fortunately, a rather unusual opportunity existed 
for obtaining such data. The Bureau of Public Roads 
has had under way for the last several months an in- 
vestigation to determine the relation between the depth 
of the paving brick wearing course and the resistance of 
the pavement to the action of traffic. This investi- 
gation is being conducted by the bureau in cooperation 
with the National Paving Brick Manufacturers Asso- 
ciation, which furnished a large quantity of brick for 
this purpose. These brick were all from the same plant 
and were manufactured as a special lot so as to be as 
nearly uniform in quality as possible. They were of 
the plain wire-cut type, and the average rattler loss on 
Five 
sizes of brick were furnished, all of the same width and 
length but varying in depth from 2 to 4 inches by 14-inch 
steps. 

It was decided, therefore, in addition to the major 
investigation, the results of which will be reported later, 
to make an incidental study of the effect of size on 
rattler loss, using the five sizes of brick on hand. For 
this purpose 10 standard rattler tests were made on 
each size of brick, making 50 tests in all. Every pre- 
caution was taken to keep the standard rattler cali- 
brated, and every detail as called for in standard pro- 
cedure was followed. The results for the first series of 
rattler tests are given in Table 1. Upon studying the 
results it became immediately apparent that there was 
no constant relation between the average percentage of 
loss and the size of the brick. This at once suggested 
the possibility that the various sizes of brick might not 
all be of the same quality. In order to throw hght 
upon this rae alia point, a number of brick of each 
size were subjected to a special hardness test, using 
the Dorry hardness machine for testing rock. One-inch 
cores were drilled with a diamond drill from the center 
of each brick, and subjected to the abrasive action of 
quartz sand fed upon a revolving steel disk upon which 
the brick core was held under a standard pressure. The 
loss in weight of the specimen at 2,500 revolutions of 
the disk was considered to be a true measure of its 
hardness. 


Realizing that hardness is not the only quality of a 
paving brick which affects the rattler loss, tests for 
crushing strength and transverse strength were also 
made. The results of these tests, together with the re- 
sults of the hardness tests, are plotted in Figure 1. 
Crushing strengths were determined on half brick, tested 
on edge, five tests of each size being made. The brick 
were bedded in plaster of Paris before testing. Tests 
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for transverse strength were made in two ways, (1) 
by using a special form of equalizer apparatus developed 
at the Bureau of Standards, and (2), by the use of the 
A. S. T. M. standard apparatus somewhat modified 
by the Bureau of Public Roads. Details of the results 
of the transverse tests, discussed from the standpoint 
of comparative methods of testing, will be published 
elsewhere. For the purpose of this discussion, the 
results of the tests by both methods were averaged. 
Kach average is the result of 40 tests. 
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Tasir 1.—Raittler test results on brick used to determine effect of 
size 
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A very brief study of these tests is in order with a 
view to determining what differences in quality exist 
between the various sizes. It will be seen at once that 
the tests are not altogether consistent. For instance, 
the 4-imch size has a considerably higher crushing 
strength than any of the other sizes. This difference, 
however, is not reflected in any of the other tests, 
which is, of course, not surprising when we consider 
that each of these tests measures a specific property of 
the brick. When taken as a whole, however, the 
results give a general idea of the relative quality of 
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the five sizes under consideration which, in this case, 
is what we are after. Assuming for the moment that 
the resistance of brick in the rattler is influenced by 
both hardness and toughness and that these qualities 
are measured individually probably better by the 
hardness test and the transverse test than by any of the 
others, it is found that from the standpoint of hardness 
the 2-inch brick are considerably softer than any of 
the other sizes; the 3-inch are next; and the 214-1inch 
are the hardest. In transverse strength the 214-inch 
size ranks highest; the 314-inch next; with the 2-inch, 
3-inch and 4-inch practically identical. Taking both 
tests into consideration, the brick may be tentatively 
rated relatively as to quality about as follows: 214-inch, 
34-inch, 4-inch, 3-inch, 2-inch. It should be borne 
in mind, of course, that these differences are not large 
numerically, and are of significance only because of 
the special use to which the rattler tests will now 
be put. 


EFFECT OF SIZE ON RATTLER LOSS 


In Figure 2 are plotted the average losses in pounds 
for each size of brick against the initial weight of the 
brick charge. There are also plotted two series of 
points, one above and the other below the actual losses, 
which show what the losses would have been if they 
had been (1) directly proportional to the number of 
linear inches of edge exposed to wear, and (2) directly 


LOSS IN WEIGHT- POUNDS 





INITIAL WEIGHT OF 10 BRICK 


X————=K COMPUTED LOSS - PROPORTIONAL TO LENGTH OF EDGE 
+ +COMPUTED LOSS- PROPORTIONAL TO WEIGHT 

O—— —OACTUAL LOSS 

o—— ACTUAL LOSS -AVERAGE 


Fig. 2.—Diacram SHowine Actua, Loss AND THE AVERAGE 
ActuaL Loss or Various Sizes or BricK IN THE RATTLER 
Test. THERE 18 ALSO SHOWN WHaT THE LossES WouULD 
Havre Bren Hap THE Loss BrEN PROPORTIONAL TO THE 
Linear Incues or EpGp Expeosep To WEAR AND TO THE 
WEIGHT OF Bricks 





proportional to weight (or volume). It will be seen 
that the actual curve is somewhat below a line bisectin 
the angle formed by the two theoretical curves, mare 
indicates that the correction to be applied to the small 
sizes 1s somewhat smaller than has been commonly 
used on the assumption that the loss takes place 
principally on the edges and corners of the brick. 
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Returning now to a discussion of the actual losses, 
it is found that the plotted points do not lie on astraight 
line as they would were the brick all of the same quality 
and the differences in loss due entirely to the effect of 
size. Plotting the average line, it is found that the 
losses for the 21-inch and 3%-inch sizes lie below the 
line, whereas those for the 2-inch and 3-inch sizes lie 
above the line. This grouping is exactly what would 
be expected as a result of our study of the relative 
quality of the five sizes based on the hardness and 
transverse tests, and indicates that these tests are a 
reliable measure of those properties of the paving brick 
which are affected by the rattler test. 


CORRECTION - PER CENT 





INITIAL WEIGHT OF TEN BRICK 
Fig. 3.—DIAGRAM SHOWING PERCENTAGES TO BE ADDED TO 


OR SUBTRACTED FROM OBSERVED RaAtTrLER TrEst Loss To 
GIvE RESULTS IN TERMS OF “STANDARD”? 10-PouND Brick 


One would seem justified, therefore, in drawing 
the average line as indicated on the chart, and 
recomputing the various percentages of loss from the 
corrected losses obtained therefrom. This gives a 
series of values the same as would have been obtained 
experimentally had all the brick been of the same 
quality. Using these values, a correction curve has 
been plotted as shown in Figure 3. By means of 
the chart it is possible to determine what percentage 
shall be added to or subtracted from the observed 
rattler loss to give the equivalent value in terms of a 
‘“standard’’ 10-pound brick. The corrections, it will 
be observed, are based entirely on weight and not on 
nominal size. Although it might be more convenient 
to use the latter method, it would seem unwise to do 
so because of the wide variations in actual size of brick 
of the same nominal size. For instance, among eight 
brands tested by the bureau in connection with this 
work, it was found that for the 21-inch size the actual 
weights of 10 brick varied from 64 to 75 pounds, 
whereas for the 38-inch size the corresponding variation 
was from 82 to 89 pounds. These differences, of 
course, are accounted for in part by differences in 
specific gravity of the material. In general, however, 
the differences in size appear to be more pronounced, as 
will be observed by noting Figure 4, in which are 








plotted the average weights and corresponding volumes 
for each of the brands and sizes of brick tested. 

It will be observed that the points lie fairly well on 
a straight line, those above the line indicating the 
lighter brick, whereas those below the line indicate the 
heavier brick. Of course, a correction based on the 
volume of brick would be the most rational method 
because it would eliminate variations in the voiume- 
weight relations owing to differences in specific gravity. 
However, the weight determination is much simpler 
and more readily made, and it would not appear that 
the small changes in specific gravity which normally 
occur in well-burned paving brick would seriously 
affect the accuracy of the corrections. 


SUPPLEMENTARY CHECK TESTS 


In order to determine to what exent the proposed 
correction curve could be applied in actual work, a 
series of check tests was run on a number of different 
brands of paving brick submitted by the manufac- 
turers at the request of the National Paving Brick 
Manufacturers Association. Hach brand was rep- 
resented by at least two sizes, and in some cases by 
three sizes. Control tests for hardness and for modulus 
of rupture were likewise run, in order to check the 
quality of the brick by tests independent of the size 
factor. Unfortunately, the number of brick available 
for these supplementary tests was so limited that it was 
found impossible to obtain a sufficient number of tests 
for hardness and modulus of rupture to obtain rep- 
resentative averages. 
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INITIAL WEIGHT OF 10 BRICK - POUNDS 


+ NOMINAL SIZE- 2"x 4'X 83" 
© NOMINAL SIZE- 25"x4"x 83" 
® NOMINAL SIZE- 3" X4°X 85° 
K NOMINAL SIZE- 35 x4°X 85° 
O NOMINAL SIZE~-4" x4"x 85" 


Fig. 4.—DIAGRAM SHOWING VARIATION IN WEIGHT AND VOL- 
UME OF GrRouUPS OF TEN BRICK OF VARIOUS SIZES AND 
BRANDS PREPARED FOR THE RATTLER TEST 


The results of the rattler tests on six lots of brick, 
representing four brands of wire-cut-lug, shale brick 
and two brands of plain, wire-cut, fire-clay brick are 
shown in Table 2, together with their initial volumes 
and weights and the corrected percentage of loss de- 
rived from the use of the correction curve shown in 
Figure 3. Each value for per cent of wear represents 
the average of three tests. It will be observed that in 


(Continued on page 107) 


A DEVICE FOR MEASURING PRESSURE USED IN MOLD- 
ING CEMENT MORTAR BRIQUETTES 


Reported by F. H. JACKSON, Engineer of Tests, and D. O. WOOLF, Junior Materials Engineer, U. S. Bureau of Public Roads 


the standard 1:3 cement mortar briquette prob- 

ably has as great an influence on the tensile 
strength as any other single factor. Notwithstanding 
this fact, the present standard methods of testing 
Portland cement do not provide for the application 
of any definite pressure, the matter being governed 
by general reference only. This naturally has resulted 


ie? pressure exerted by the operator in molding 


in considerable variation in the technique employed. 


by different operators and probably has accounted in 
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Fie. 1.—DrTAILED DRAWING OF PRESSURE REGISTERING 
APPARATUS 


part, at least, for the wide divergence in strength tests 
frequently reported when identical samples are tested 
in cement laboratories. 

Recognizing the desirability of controlling this as 
well as many other details of procedure subject to 
personal interpretation, the American Society for 
Testing Materials prepared and published a year ago 
i ‘‘Manual of Cement Testing,” in which the various 
methods of testing were described in much greater 
detail than in the specification proper. In that por- 
tion of the manual ceaitine to the molding of briquettes, 

104 





a pressure of 15 pounds applied to the surface of the 
briquette was suggested. This value was taken by the 
committee from the recently proposed master specifica- 
tion for Portland cement of the ioaied States Govern- 
ment and was probably suggested originally by the 
United States Bureau of Standards. Practically the 
same pressure, modified so as to call for a minimum 
of 15 pounds and a maximum of 20 pounds, is provided 
for in the new tentative specification for Portland 
cement of the American Society for Testing Materials, 
adopted provisionally at the June, 1926, meeting. 
This specification, if adopted by letter ballot of the 
society, as 1t probably will be, will automatically 
become the new American Society for Testing Ma- 
terials standard some time before the close of the 
present calendar year. 

In the new specification, the requirements for tensile 
strength of briquettes have been raised from 200 
pounds per square inch to 225 pounds per square inch 
at 7 days and from 300 pounds per square inch to 325 
pounds per square inch at 28 days. This increase in 
the strength makes it all the more important that the 
technique of testing, in so far as those factors which 
influence the strength are concerned, be very rigidly 
controlled. The new values represent more nearly the 
true tensile strength of many normal Portland cements 
than the old, so that incorrect methods of testing, which 
tend to give low results, will undoubtedly cause more 
rejections. Then too, it is well recognized that many 
operators, especially those of long experience, have 
become accustomed to using a pressure considerably 
greater than that provided for in the new specification. 
Under the proposed specification, these operators will 
be required to use a pressure of from 15 to 20 pounds, 
which will undoubtedly result in lower strengths being 
reported; still further reducing the factor of safety. 


PRESSURE MEASURING INSTRUMENT DESIGNED 


Anticipating the need of a simple yet fairly accurate 
device for measuring the pressure exerted in molding 
briquettes, the Bureau of Public Roads has designed an 
instrument for this purpose.! The instrument consists 
essentially of a platform to support the briquette mold, 
resting upon a multiple lever system which operates 
against a small coil spring. Two contact points are so 
arranged on the lever arm that the degree of compres- 
sion of the spring is indicated by the closing of one or 
both of two lamp circuits. The initial compression of 
the spring may be varied so that pressures of from about 
10 to 40 pounds may be registered. 

A detailed drawing of the instrument is shown in 
Figure 1, reference to the various parts being indicated 
by letter. In this drawing, A represents a three-gang 
briquette mold resting upon a glass plate, B, which in 
turn rests upon the platform of the imstrument, D. 
The pressure exerted is transmitted through the knife 








1’The original design of this apparatus was prepared by E. B. Smith, formerly 
engineer of tests, Bureau of Public Roads, 
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edges and hardened bearings, /’, mounted on the trans- 
mitting levers, G, which have steel ribbon supports, H, 
and steel knife edge points J/, resting upon the operating 
lever, J. This lever has a steel ribbon support, A, at 
one end, and at the other end, a fiber insert, LZ, carrying 
three screws, the center one connected by wire to a 
standard electrical connection, Jf, of dry battery, the 
other wire being grounded to the case. When the 
minimum allowable pressure has been applied, one of 
the remaining screws makes contact with a spring, N, 
mounted on a fiber block, O, hghting a white electric 
lamp, P. When the maximum allowable pressure has 
been reached, the other screw comes in contact with a 
similar spring, Q, lighting a red electric lamp, R. 
Both lamps may be observed by the operator through 
the holes in the cover, S. A coiled spring, 7, adjusted 
by the screw, U, returns the operating lever to its initial 
position when. the pressure is released. 

The instrument is calibrated by placing a static load, 
peel ding the weight of the briquette mold, etc., upon 
the platform, equivalent to the minimum pressure it is 
desired to register. The adjusting screw over the spring 
connected to the white lamp is then turned until con- 
tact is just made. An additional load, making the total 
equivalent to the maximum allowed, is then placed 
upon the platform ard the screw over the spring con- 
nected with the red lamp is similarly adjusted. 

This device has been in operation in the laboratories 
of the Bureau of Public Roads for several months and 
has proved very satisfactory. It should be possible to 
regulate the applied pressure by means of this device 
to any specified value plus or minus two or three 
pounds. In other words, such tests as the bureau has 
made would indicate that, by the use of the instru- 
ment, it is possible to mold briquettes conforming to 
the new standard specification in which the minimum 
pressure is specified at 15 pounds and the maximum 
pressure at 20 pounds. 


EFFECT OF VARYING PRESSURE ON THE STRENGTH OF 
BRIQUETTES 

To determine the variation in strength resulting from 
molding briquettes at different applied pressures, a 
series of tests was recently conducted, using several 
different pressures. Two series of test specimens were 
made, with molding pressures and number of applica- 
tions to each briquette face as follows: 
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Tests were made at the age of 7 and 28 days. The 
two series were then repeated with a second brand of 
cement and tests made at the age of 7 days. Hach 
average is the result of 12 breaks. The average results 
of these tests are shown in Table 1. 
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TABLE 1.—Effect of pressure and number of applications on 
average tensile strength of cement 








Tensile strength—pounds per 


| 
square inch 
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Considering the several lots of 12 specimens each, it 
will be observed that the average tensile strength 
increases in general with increase in the applied pres- 
sure and with the number of applications of pressure. 
This would, of course, be expected. It should be noted, 
however, that the increase in strength is not quite so 
large as has commonly been supposed. For instance, 
tests at 7 days, using 12 applications with a 15 to 20 
pound pressure, gave in the case of the first cement 
an average of 245 pounds per square inch, whereas a 


Free vine] 


Fic. 2.—Moupinea BriquEeTres, USING THE APPARATUS FOR 
CONTROL OF PRESSURE 


pressure of 30 to 35 pounds gave an average of 260 
pounds per square inch, or an increase of 15 pounds. 
The corresponding variation in strength at 28 days 
was only 5 pounds, the 15 to 20 pound pressure giving 
an average of 365 pounds and the 30 to 35 pound 
pressure an average of 370 pounds. Likewise, 1ncreas- 
ing the number of applications of pressure from 12 to 
18 gave an increase in strength of approximately 10 
pounds per square inch for both periods. Similar 
variations may be noted in the case of the second 
cement. In general it was found that increasing the 
pressure from about 15 to 30 pounds resulted in an 
increase of strength of from 10 to 15 pounds, the 
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greater divergence being at 7 days, whereas an increase 
in the number of thumbings for each briquette face 
from 12 to 18, resulted in an average increase of 
strength of about the same amount. 

In Table 2 are shown the mean as well as the maxi- 
mum deviations of individual breaks from the average 
of 12. It will be noted that in so far as concordance of 
results is concerned, there is little to choose between 
the various pressures tried. The same comment 
applies to the tests made with 12 applications of pres- 
sure as compared with those made with 18 applica- 
tions. It will be noted that in many cases the maxi- 
mum deviation from the average exceeded the 15 per 
cent allowed by the specification in routine testing. 

Detailed working drawings of the instrument de- 
scribed in this paper have been prepared and will be 
furnished upon request. 


TABLE 2.—Deviation of individual test results from the average 
values 
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THE STRENGTH OF MORTAR AND CONCRETE AS 
INFLUENCED BY THE GRADING OF THE SAND 


Reported by J. G. ROSE, Materials Engineer, United States Bureau of Public Roads 


N CONNECTION with the testing of materials for 
Federal-aid highway projects in Colorado a study 
has been made of the relation between the grading 

of sand for use in concrete and the strength developed in 
mortar and concrete; and the study has led to the 
development of a graph which may be used as the 
basis for a preliminary judgment of the quality of 
sands proposed for use. 

The samples of sand and gravel, or crushed rock, 
upon which the study was based were contributed by 
the State highway department of Colorado as mate- 
rials to be tested for use on Federal-aid projects. 
Approximately 200 samples of sand and gravel are 
represented by the study. The source of the materials 
was widespread, almost every county in the State 
having contributed one or more samples. 

The testing work was done by the Pierce Testing 
Laboratory, of Denver, and standard methods of test- 
ing concrete materials approved by the American 
Society for Testing Materials were followed in making 
all tests. Standard briquettes of 1:3 mortar were 
used for the tensile tests, and 6 by 12 inch cylinders of 
1:2:4 mix were used for the compression-test speci- 
mens. The consistency of the concrete was such as to 
show a slump of from 1 to 2 inches as determined by 
the standard slump-cone method. All observations 
are based upon the 28-day strength of the specimens, 
both in tension and in compression. 

While assembling the test data for the study it was 
observed that the strength of the 6 by 12 inch cyl- 
inders varied from about 1,500 pounds per square inch 
to a little over 3,500 pounds per square inch. In order 
to observe the variation in grading between the high 
and low strengths, the test reports were divided into 
four groups, each group having a range in strength of 
500 pounds; and after computing the average grading 
of the maximum strength group 3 ,000 to 3,500 pounds 
per square inch) and plotting this average grading upon 
the graph, it was observed that part of ii reports in 
the remaining three groups fell above the maximum 


‘sands becomes coarser than that shown b 


strength curve, and part fell below it. The three 
groups were, therefore, divided again into two groups 


each, depending on whether the grading of the samples - 


fell above or below the maximum strength curve. 
Samples fallmg partly above and gee below the 
maximum strength curve were listed in both groups; 


and the average gradings for the six groups thus ~ 


obtained were then computed and plotted on the graph. 
The groups thus established, according to grading, 
were then averaged for tensile strength. 


WHAT THE GRAPH SHOWS 


The curves derived for the above averages as shown 
in Figure 1, lead to the following conclusions: 

1. That there is an ideal grading of sands which will 
produce maximum strength in concrete. 

2. That the ideal grading curve assumes an arched 
form showing a predominance of the material retained 
upon the coarser sieves. 

3. That for a given mix, there is a practical limit to 
the quantity of material passing each size sieve, where 
a given strength of concrete is required. 

4. That an exceptionally high tensile strength of 
sand in 1:3 mortar is not necessarily associated with 
a high compression strength of the same material when 
mixed with the average coarse aggregate in concrete, 
hence the tensile strength is not a proper gauge of the 
quality of a sand for concrete. 

Justification of the relation between the grading and 
strength of sands as shown by the curves is dependent 
upon a combination of coordination of several well 
known factors or theories of concrete. The maximum 
strength curve is, doubtless, associated with maximum 
density, or minimum voids, in the combined aggregates. 
The decline in strength as the grading becomes finer 
is associated with increased surface area, and a corre- 
sponding increase of voids. As the grading of the 
the maxi- 
mum strength curve, the probability of increased 
strength indicated by the surface-area theory is over- 
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come by a tendency of the coarser grains of sand to 
wedge themselves in between the coarse aggregate, thus 
increasing the voids to such an extent that a deficiency 
of mortar is produced. Hence, a decline in compres- 
sion strength is recorded with the increase in coarse- 
ness of the sand. This, at least, is one explanation 
which comes to mind. Probably there are others. 
The relation of the grading curves to the tensile 
strength developed in 1:3 mortar bears out the sur- 
face-area theory; that is, that the finer the sand the 


PER CENT PASSING THE SEVERAL SIEVES 


TYLER SYSTEM OF SIEVES 


THE CURVES SHOW THE RELATION BETWEEN 
STRENGTH AND GRADING OF 200 SAMPLES 
OF COLORADO SANDS AND GRAVELS TESTED 
IN TENSION AND COMPRESSION IN I:3 MORTAR 
AND [:2:4 CONCRETE. 

T= TENSILE STRENGTH OF THE SAND,IN PER 
CENT, COMPARED WITH STANDARD OT TOWA SANO. 
C= COMPRESSION STRENGTH IN POUNDS OF 
THE COMBINED SAND AND GRAVEL INA 1:2:4 
MIX OF CONCRETE. 


SIZE OF SIEVE 





Fig. 1—SaAaNnp ANALYSIS CHART 


greater will be the surface area to be covered by a unit 
volume of cement, hence, the weaker the bond. 





PUBLIC ROADS 


107 


UTILITY OF THE GRAPH 


By plotting the sieve analysis of a sand upon the 
graph, a ready means of visualizing the quality of the 
material for concrete is produced. The area between 
the upper and lower curves on the graph forms a prac- 
tical safey zone for the grading of acceptable sands. If 
the plotted grading of a sand falls outside of this area, 
in whole or in part, there is but little chance that it 
will pass standard specification requirements without 
increasing the proportion of cement. 

In making a materials survey for a project, selec- 
tion of the best source of supply will be greatly facili- 
tated by a comparison of the mechanical analyses of 
the samples when plotted on the graph. As a pre- 
caution in making selection of a sand, it should be 
realized that several other factors in addition to the 
grading affect the strength of sands. Variation in 
structure and soundness, and the presence of organic 
matter, silt, clay, acids, alkali, and other foreign sub- 
stances all have their influence on the strength of the 
sand in concrete. Hence, a considerable variation in 
strength from the average strength curve for each 
group shown on the graph should be expected. Elim- 
inating these factors the range of grading for any given 
strength and mix should be small. Final selection, of 
course, should always be determined by a more com- 
plete laboratory test. But once a complete labora- 
tory determination for the quality of a sand has been 
made, and the mechanical analysis plotted, any change 
in quality due to variation in grading is easily detected 
by a screen analysis made in the field during the progress 
of construction and plotted on the graph. 
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TaBLe 2.—Check tests of paving brick 


Total variations 
within lots 





: Volume | Weight 
Lot No. | Nominal) “of i0 Of 10 Wa |Comected 7 
brick brick Before After 
correction correction 
Cubic 
Inches inches Pounds | Percent | Percent | Percent | Per cent 
1 3 , 009 2 23. 3 ee ee er 
aeons o 2 720 63 28,1 24.8 3.9 1.5 
9 3% 1, 219 98 19. 9 POE ee oc. oe en os 
~ a ieee 3 able 89 21.3 20. 6 1.4 8 
3% 1,128 97 16.1 HF Eye S| [en eos se 
4 3 1, 028 87 16.7 iat eee. ols) 
2% 838 75 17.8 15.9 eee 1! 
4 1, 266 109 17.0 ily St) eee as aS 
i 3 974 83 17.9 HOV eo. 
2% 762 64 18.3 ns ee iad | 2.3 
5 3% 1,141 94 171 11 nega ace 
eee ss 2% I 65 21.0 18.0 3.9 2 
6 { 3% 1, 156 94 19. 7 1) i aap el Up eae 
o—~ "~ 214 811 64 2352 20. t | 3.5 8 
I 





all cases but one the differences in percentage between 
the corrected losses for the different sizes in any given 
lot are considerably less that the corresponding differ- 
ences before correction. In only one case, however, 
that of lot 3, have these differences entirely ee 
indicating that a certain amount of the original varia- 
tion was due to differences in the quality of the brick. 
This is not surprising when it is remembered that no 
special effort in any case was made to obtain brick of 





the results of the individual rattler tests were very 
erratic, indicating an extremely nonuniform product, 
which may account for the wide variations of tbe re- 
sults obtained on this lot. 


It is felt that the correction curve obtained as a 
result of this series of tests is sufficiently accurate for 
all practical purposes; and the writer has recommended 
that a table of correction factors based thereon be 
considered for use in connection with any revision of 
the present standard rattler test for paving brick. 
The following addition to paragraph 13 of the standard 
specifications for paving brick has been suggested: 


The result obtained in the original calculation shall be cor- 
rected by adding to or subtracting from it a factor depending 
upon the initial weight of the brick charge in pounds. This 
factor shall be obtained from the following table: 











Correction Correction 
to be ap- to be ap- 
Original plied to Original plied to 
weight of | percentage weight of | percentage 
10 brick of wear 10 brick of Wear 
obtained * obtained 
by test by test 
Pounds Per cent Pounds Per cent 
105 to 115 0. 5+ 75 to 79 2. 0— 
95 to 104 . 0 70 to 74 2.5—- 
90 to 94 .o—- 65 to 69 3. 0— 
85 to 89 1, O= 60 to 64 3.5— 
80 to 84 1.5—- 55 to 59 4.0— 














The final corrected value, together with the observed value 


exactly the same quality. In one case, that of lot 4, and the correction factor, shall be reported. 


MORE, ACCURATE TESTS OF REINFORCING BARS 


Reported by D. O. WOOLF, Junior Materials Engineer, U. S. Bureau of Public Roads 


N TESTING steel reinforcement bars, it has been 
the custom in many laboratories to assume that the 
cross-sectional area of the bar is that given in the 

manufacturer’s tables. It has been found that, in the 
‘ase of the deformed bar, the nominal area seldom 
agrees with the actual area, and that occasionally the 
difference is so great that serious errors may result 
from the assumption of equality. To imsure more 
accurate tests of the physical properties of steel, the 
physical laboratory of the Bureau of Public Roads has 
adopted the practice of making planimeter measure- 
ment of the cross-sectional area of all concrete reinforce- 
ment bars submitted for test. The higher allowable 
unit stresses used in designing at the present time 
together with a desire for more rigid laboratory control 
have demanded that this greater care be used in de- 
termining the bar cross section. 

The method used in the determination of the actual 
area is simple. The test specimen is cut through at 
right angles to its axis, and the cut surface is filed 
smooth. An impression of this surface is made by the 
use of carbon paper or stamp pad, and the area of the 
print is determined by polar planimeter measurement. 
In the case of bars of very irregular shape, several 
different sections are measured. 

The standard specifications for billet-steel concrete 
reinforcement bars (serial A15—-14) of the American 
Society for Testing Materials permit the testing of bars 
turned down to a uniform cross section. This method 
of testing deformed bars has the objectionable feature of 
requiring the use of a lathe which may not be available 
at the laboratory. By the use of the planimeter the 
cross-sectional area may be determined so accurately 
that the turning down to uniform diameter will not be 
necessary. 
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Table 1 shows certain data from some of the more 
recent tests made by the bureau. The unit tensile 
strength has been computed using both the nominal 
and actual cross-sectional areas. In several cases, 
had the nominal area been used the bar would have been 
classed as other than its true grade of steel. For ex- 
ample, samples 6 to 8, inclusive, were submitted as 
¥%-inch round bars. Measurement of the cross- 
sectional area gave 0.25 square inch in each case, 
and computation of the test values gave unit tensile 
strengths corresponding to the structural grade 
Using the nominal area of a 44-inch round bar, unit 
tensile strengths in the intermediate grade were ob- 
tained. As the specifications for this project required 
the structural grade, the steel would have been rejected 
had the nominal area been used. 


TABLE 1.—Comparison of actual and nominal cross-sectional 
areas of bars and unit strengths based on each 























| Area of cross | Unit tensile 

Sam | sapiet Break 7 ciel Error in nomi 

ple ap ees aa = oe ae nal unit tensile 
No. Nome load | Nomi- strength 
ail Actual nal Actual 
a= = =e = | | ——— 
\Lbs. per| Lbs. per|Lbs. per 

Sq. ins.| Sq. ins.| Pounds; sq. in. | sq. in. | sg. in. | Per cent 
1) %inch square__.| 0.25 0. 20 | 12,140 | 48, 560 | 60,700 | 12, 140 20. 0 
2 | 3-inch round. -- Pa .16 | 10,990 | 99,910 | 68, 690 | 31, 220 45.4 
3 | %-inch round-_-. . 20 .25 | 15,320 | 76,600 | 61, 280 | 15, 320 25. 0 
4 | inch square.-. o2o . 23 | 14,590 | 58, 360 | 63,430 | 5,070 8.0 
5 | 34-inch round... . 44 .41 | 24,740 | 56,230 | 60,340 | 4,110 | 6.8 
6 | inch round--. 20 -25 | 15,620 | 78,100 | 62,480 | 15, 620 : 25.0 
7 | %-ineh round_.-- a2 . 25 | 15, 650 | 78, 250 | 62,600 | 15, 650 25. 0 
& | 44-inch round__- . 20 25 | 15, 560 | 77,800 | 62,240 | 15, 560 25. 0 
9 | 34-inch round... . 44 . 43 | 36, 260 | 82,410 | &4, 330 1, 920 2. 
10 | l-inch square....| 1. 00 .98 | 61.220 | 61,820 | 62,080 | J, 260 2.0 
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ROAD PUBLICATIONS OF BUREAU OF PUBLIC ROADS 


Applicants are urgently requested to ask only for those publications in which they are 
particularly interested. The Department can not undertake to supply complete sets 
mor to send free more than one copy of any publication to any one person. The editions 
of some of the publications are necessarily limited, and when the Department’s free supply 
is exhausted and no funds are available for procuring additional copies, applicants are 
referred to the Superintendent of Documents, Government Printing Office, this city, who 
has them for sale at a nominal price, wnder the law of January 12, 1895. Those publica- 
tions in this list, the Department supply of which is erhausted, can only be secured by 
“Aad Noi the Superintendent of Documents, who is not authorized to furnish pub- 
lications free. 


ANNUAL REPORT 


Report of the Chief of the Bureau of Public Roads, 1924. 
Report of the Chief of the Bureau of Public Roads, 1925. 


DEPARTMENT BULLETINS 


No. 105. Progress Report of Experiments in Dust Prevention 
and Road Preservation, 1913. 
*136D. Highway Bonds. 20c. 
220D. Road Models. 
257D. Progress Report of Experiments in Dust Prevention 
and Road Preservation, 1914. 
*314D. Methods for the Examination of Bituminous Road 
Materials. 10c. 
*347D. Methods for the Determination of the Physical 
Properties of Road-Building Rock. 10c. 
*370D. The Results of Physical Tests of Road-Building 
Rock. 15c. 
386D. Public Road Mileage and Revenues in the Middle 
Atlantic States, 1914. 
387D. Public Road Mileage and Revenues in the Southern 
States, 1914. 
388D. Public Road Mileage and Revenues in the New 
England States, 1914. 
390D. Public Road Mileage and Revenues in the United 
States, 1914. A Summary. 
407D. Progress Reports of Experiments in Dust Prevention 
and Road Preservation, 1915. 
*463D. Earth, Sand-Clay, and Gravel Roads. 15c. 
*532D. The Expansion and Contraction of Concrete and 
Concrete Roads. 10e. 
*537D. The Results of Physical Tests of Road-Building Rock 
in 1916, Including all Compression Tests. 5c. 
*583D. Reports on Experimental Convict Road Camp, Ful- 
ton County, Ga. 25c. 
*660D. Highway Cost Keeping. 10c. 
670D. The Results of Physical Tests of Road-Building Rock 
in 1916 and 1917. 
*691D. Typical Specifications for Bituminous Road Mate- 
rials. 10c. 
*724D. Drainage Methods and Foundations for County 
Roads. 20c. 
*1077D. Portland Cement Concrete Roads. 15c. 
*1132D. The Results of Physical Tests of Road-Building 
Rock from 1916 to 1921, Inclusive. 10c. 
1216D. Tentative Standard Methods of Sampling and Test- 
ing Highway Materials, adopted by the American 
Association of State Highway Officials and ap- 
proved by the Secretary of Agriculture for use in 
connection with Federal-aid road construction. 
1259D. Standard Specifications for Steel Highway Bridges; 
adopted by the American Association of State High- 
way Officials and approved by the Secretary of 
Agriculture for use in connection with Federal-aid 
q road work. 
1279D. Rural Highway Mileage, Income and Expenditures, 


1921 and 1922. 





DEPARTMENT CIRCULARS 


No. 94C. TNT as a Blasting Explosive. 
331C. Standard Specifications for Corrugated Metal Pipe 
Culverts. 


MISCELLANEOUS CIRCULARS 


. 60M. Federal Legislation Providing for Federal Aid in 
Highway Construction. 
62M. Standards Governing Plans, Specifications, Contract 
Forms, and Estimates for Federal Aid Highway 
Projects. 


FARMERS’ BULLETINS 


. *338F. Macadam Roads. 5c. 


*505F. Benefits of Improved Roads. 5c. 


SEPARATE REPRINTS FROM THE YEARBOOK 


*727Y. Design of Public Roads. 5c. 
*739Y. Federal Aid to Highways, 1917. 
*849Y. Roads. 5c. 

914Y. Highways and Highway Transportation. 


No. 
5c. 


OFFICE OF PUBLIC ROADS BULLETIN 


. *45. Data for Use in Designing Culverts and Short-span 
Bridges. (1913.) 165c. 


OFFICE OF THE SECRETARY CIRCULARS 


49. 
59. 


63. 
ai Pb 
73. 
161. 


Motor Vehicle Registrations and Revenues, 1914. 

Automobile Registrations, Licenses, and Revenues in 
the United States, 1915. 

State Highway Mileage and Expenditures to January 
LS 6: 

Width of Wagon Tires Recommended for Loads of 
Varying Magnitude on Earth and Gravel Roads. _ 5e. 

Automobile Registrations, Licenses, and Revenues in 
the United States, 1916. 

Rules and Regulations of the Secretary of Agriculture 
for Carrying out the Federal Highway Act and 
Amendments Thereto. 


REPRINTS FROM THE JOURNAL OF AGRICULTURAL 


RESEARCH 


Effect of Controllable Variables Upon 
the Penetration Test for Asphalts and 
Asphalt Cements. 

Relation Between Properties of Hard- 
ness and Toughness of Road-Building 
Rock. 

Apparatus for Measuring the Wear of 
Concrete Roads. 

A New Penetration Needle for Use in 
Testing Bituminous Materials. 

Influence of Grading on the Value of 
Fine Aggregate Used in Portland Ce- 
ment Concrete Road Construction. 

Toughness of Bituminous Aggregates. 

Tests of a Large-Sized Reinforced-Con- 
crete Slab Subjected to Eccentric Con- 
centrated Loads. 


Vol. 5, No. 17, D-2. 


Vol. 5, No. 19, D-3. 


Vol. 5, No. 20, D—4. 
Vol. 5, No. 24, D-6. 
Vol. 10, No. 5, D-12. 


Vol. 10, No. 7, D-13. 
Vol. 11, No. 10, D-15. 





*Department supply exhausted 
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